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STATE OF MISSOURI 

County of Boone 
) ea. 

February Session of the January Adjourned Term. 20 14 

In the County Commission of said county, on the 18th day of February 20 14 

the following, among other proceedings, were had, viz: 

Now on this day the County Commission of the County of Boone does hereby approve the 
utilization of the Missouri Department of Transportation Cooperative Contract 3-13 1120V to 
purchase three (3) Ford F550 4x4 Crew Cab Trucks with Knapheide Flatbed Bodies from Joe 
Machens Ford of Columbia, MO. and dispose of two (2) 2005 Chevrolet 4500 Crew Cab with 
Flatbed trucks and one (1) 2002 Ford F550 4WD with Flatbed.. 

The terms of this Cooperative Contract are stipulated in the attached Purchase Agreement. It is 
hrther ordered the Presiding Commissioner is hereby authorized to sign said Purchase Agreement 
and Request for Disposal forms. 

Done this 18th day of February, 2014. 

Presid' g C issioner 
ATTEST: -/3&31 

k a r e n p .  Miller 
Distr ct I Commissioner 

Clerk of &County om mission^ 

t M. Thompson 
I1 Commissioner 



Boone County Purchasing 

Melinda Bobbitt, CPPB 613 E. Ash Street, Room 1 10 
Director Columbia, MO 65201 

Phone: (573) 886-4391 
Fax: (573) 886-4390 

MEMORANDUM 

TO: Boone County commission 
FROM: Melinda Bobbitt, CPPB 
DATE: February 18,20 14 
RE: Cooperative Contract: 3-13 1 120V -Ford F550 Truck with Knapheide 

Flatbed Body 

Purchasing and Public Works request permission to utilize the Missouri Department of 
Transportation cooperative contract 3-1 31 120V -Ford F550 Truck with Knapheide 
Flatbed Body with Joe Machens Ford Lincoln of Columbia, Missouri to purchase three 
(3) Ford F550 4x4 Crew Cab Trucks with Knapheide Flatbed Bodies. 

Total cost of contract is $142,830.00 and will be paid from department 2040 -PW 
Maintenance Operations, account 92400 -Replacement Auto / Trucks. $142,000 was 
budgeted for these replacement trucks. There is enough money in Class 9 to cover the 
difference. 

The Purchasing Department requests permission to dispose of the following surplus: 
2005 Chevrolet 4500 Crew Cab with Flatbed, fixed asset tag 15225 
2005 Chevrolet 4500 Crew Cab with Flatbed, fixed asset tag 15224 
2002 Ford F550 4WD with Flatbed and Tool Boxes, fixed asset tag 13512 

Attached are the Disposal Forms for signature. 

cc: 	 Greg Edington, PW 
Contract File 



REQUEST 
DATE 

'\P 

. ,*" 
507 '' 

VENDOR NO. 

PURCHASE REQUISITION 
BOONE COUNTY, MISSOURI 

Joe Machens 

VENDOR NAME BID NUMBER 

Ship to Department #2040 Bill to Department #2040 

I 1 r - -

I I unit I 
Department Account Item Description Qty Price Amount 

2040 92400 Ford F550 Truck wl Knapheide Body 3 47610.00 $142,830.00 
I I I I I 

See contract for optionslcolor $O.OO/ 

f i ~  $0.005hkrb+ 

$0.00 
GRAND TOTAL: 142,830.00 

charges above specified are necessary for the use of this department, are solely for the 
n procured in accordance with statutory bidding requirements. 

Prepared By 

C:\Users\GEDING-1WppDa1a\Local\TenipU(Prpwise\3-131120V - Ford F550 Truck will1 Knaphercle Flatbed Body 



Commission Order # b / - h ~ +  

PURCHASE AGREEMENT 
FOR 

(3) 2014 F550 Truck with Knapheide Body (Flatbed) 
for Boone County Public Works 

THIS AGREEMENT dated the / uwu8% day of fd~ 20 14 is made between 
Boone County, Missouri, a political subdivision of the State of the Boone County 
Commission, herein "County" and Joe Machens Ford Lincoln, 

IN CONSIDERATION of the parties performance of the respective obligations contained herein, 
the parties agree as follows: 

1. Contract Documents - This agreement shall consist of this Purchase Agreement for three (3) 
2014 Ford F550 4x4 Regu.lar Cab Trucks with Knapheide Flatbed Body in compliance with all bid 
specifications and any addendum issued for the Missouri Department of Transportation Contract 3-
131120V, Kelly SellsIJoe Machens Ford Lincoln quote dated December 4,2013, Knapheide Truck 
Equipment Center-JC quote dated December 11,2013 and Boone County Standard Terms and Conditions. 
All such documents shall constitute the contract documents which are incorporated herein by reference. 
Service or product data, specification and literature submitted with bid response may be permanently 
maintained in the County Purchasing Office contract file for this contract if not attached. In the event of 
conflict between any of the foregoing documents, this Purchase Agreement, the Missouri Department of 
Transportation Contract 3-1 3 1 120V and Boone County Standard Terms and Conditions shall prevail and 
control over the vendor's bid response. 

2. Purchase - The County agrees to purchase fiom the Vendor and the Vendor agrees to supply 
the County with three (3) of the following: 

Unit Cost Extended Cost 
2014 Ford F550 Regular Cab 4WD Truck $37,756.00 $1 13,268.00 
Item 15B Price -Dealer Code -Option with: 

4 Wheel Drive 
6.7L Diesel Engine 
Standard Rear Axle 4.1 0 
Automatic Transmission 6 speed 
Air Conditioning 
LH & RH Manual Mirrors 
All Season Tires Plus Spare 
4 Wheels Disc Brakes - ABS 
Cruise Control and Tilt 
Vinyl Flooring & Vinyl Seats 
Back Up Alarm 
60" Cab to Axle 

Include equipment fiom MODOT Contract for options: 
Option 15AAl52B -Factory Brake Controller $196.00 
Option 16Vl68M - 19,500 GVWR in lieu of 18,000, 

includes 4.88 limited slip axle $1,293.00 $3,879.00 
Option 16XlX8L -4.88 Limited Slip Axle No charge No charge 



Include equipment from MODOT Contract with the 10% off list: 
F1 -Vermillion Red Exterior Paint 
90L -Power Equipment Group (Crew Cab) 
W5H -Crew Cab 60" Cab to Axle 176" Wheelbase in lieu 

of Regular Cab 

No charge 
$994.00 

$3,731.00 

No charge 
$2,982.00 

$11,193.00 

TOTAL FOR F550 TRUCK PORTION $43,970.00 $131,910.00 

Knapheide Builder Options Installed 
Knapheide PVMX Series Platform, 118" Treadplate floor 
#PVMXT-93C with options: 

Length: 93" 
Width: 96" 
Electro-Coat Prime System 
Undercoated 
Painted black 
Stake Pockets on 24" centers 
Smooth Side Rails 
Rear Flaps: 24" x 24" x 30" 

$1,925.00 $5,775.00 

Non-Removeable Bulkheadlnon-tapered: # BHR series 
Heavy dutylpunched window 
Height: 40" 
Back-up Alarm 

3116" Treadplate Steel Floor in lieu of 118" 
Class V Receiver Hitch wlplug 

$920.00 

$300.00 
$495.00 

$2,760.00 

$900.00 
$1,485.00 

TOTAL FOR KNAPHEIDE BUILDER OPTION $3,640.00 $10,920.00 

GRAND TOTAL FOR TRUCK (Ford + Knapheide) $47,610.00 $142,830.00 

3. Delivery - Vendor agrees to deliver vehicle as set forth in the bid documents and within 1 10 
days after receipt of order. Vehicle is for Boone County Public Works department and should be 
delivered to Boone County Public Works, Attn: Greg Edington, 5551 Tom Bass Road South, Columbia, 
MO 65201. Phone: (573) 449-85 15. 

4. Title -Title in the name of: Boone County Public Works. Address: 613 E. Ash Street, Room 
1 10, Columbia, MO 65201. 

5. Billing and Payment - All billing shall be invoiced to the Boone County Public Works and 
billings may only include the prices listed in the vendor's bid response. No additional fees for paper work 
processing, labor, or taxes shall be included as additional charges in excess of the charges in the Vendor's 
bid response to the specifications. The County agrees to pay all invoices within thirty days of receipt. In 
the event of a billing dispute, the County reserves the right to withhold payment on the disputed amount; 
in the event the billing dispute is resolved in favor of the Vendor, the County agrees to pay interest at a 
rate of 9% per annum on disputed amounts withheld commencing from the last date that payment was 
due. 



6 .  Binding Effect - This agreement shall be binding upon the parties hereto and their successors 
and assigns for so long as this agreement remains in full force and effect. 

7 .  Termination - This agreement may be terminated by the County upon thirty days advance 
written notice for any of the following reasons or under any of the following circumstances: 

a. 	 County may terminate this agreement due to material breach of any term or 
condition of this agreement, or 

b. 	 County may terminate this agreement if in the opinion of the Boone County 
Commission if delivery of products are delayed or products delivered are not 
in conformity with bidding specifications or variances authorized by County, or 

c. 	 If appropriations are not made available and budgeted for any calendar year. 

IN WITNESS WHEREOF the parties through their duly authorized representatives have executed this 
agreement on the day and year first above written. 

JOE MACHENS FORD LINCOLN BOONE COUNTY, MISSOURI 

title F/e& 

APPROVED AS TO FORM: 	 ATTEST: I 

r 

en, County Clerk 

AUDITOR CERTIFICATION 
In accordance with RSMo 50.660, I hereby certify that a sufficient unencumbered appropriation balance exists and is available 
to satisfy the obligation(s) arising from this contract. (Note: Certification of this contract is not required if the terms of this 
contract do not create a measurable county obligation at this time.) 

2040-92400 - $142,830.00 

Date 	 Appropriation Account 



STANDARD TERMS AND CONDITIONS - BOONE COUNTY, MISSOURI 

Responses shall include all charges for packing, delivery, installation, etc., (unless otherwise 
specified) to the Boone County Department identified in the Request for Bid and/or Proposal. 

The Boone County Commission has the right to accept or reject any part or parts of all bids, to 
waive technicalities, and to accept the offer the County Commission considers the most 
advantageous to the County. Boone County reserves the right to award this bid on an item-by-item 
basis, or an "all or none" basis, whichever is in the best interest of the County. 

Bidders must use the bid forms provided for the purpose of submitting bids, must return the bid and 
bid sheets comprised in this bid, give the unit price, extended totals, and sign the bid. 

When products or materials of any particular producer or manufacturer are mentioned in our 
specifications, such products or materials are intended to be descriptive of type or quality and not 
restricted to those mentioned. 

Do not include Federal Excise Tax or Sales and Use Taxes in bid process, as law exempts the 
County from them. 

The delivery date shall be stated in definite terms, as it will be taken into consideration in awarding 
the bid. 

The County Commission reserves the right to cancel all or any part of orders if delivery is not made 
or work is not started as guaranteed. In case of delay, the Contractor must notify the Purchasing 
Department. 

In case of default by the Contractor, the County of Boone will procure the articles or services from 
other sources and hold the Bidder responsible for any excess cost occasioned thereby. 

Failure to deliver as guaranteed may disqualify Bidder from future bidding. 

Prices must be as stated in units of quantity specified, and must be firm. Bids qualified by 
escalator clauses may not be considered unless specified in the bid specifications. 

No bid transmitted by fax machine or e-mail will be accepted. U.S. mail only. 

The County of Boone, Missouri expressly denies responsibility for, or ownership of any item 
purchased until same is delivered to the County and is accepted by the County. 

The County reserves the right to award to one or multiple respondents. The County also reserves 
the right to not award any item or group of items if the services can be obtained from a state or 
other governmental entities contract under more favorable terms. 

The County, from time to time, uses federal grant funds for the procurement of goods and services. 
Accordingly, the provider of goods and/or services shall comply with federal laws, rules and 
regulations applicable to the funds used by the County for said procurement, and contract clauses 
required by the federal government in such circumstances are incorporated herein by reference. 
These clauses can generally be found in the Federal Transit Administration's Best Practices 
Procurement Manual -Appendix A. Any questions regarding the applicability of federal clauses to 
a particular bid should be directed to the Purchasing Department prior to bid opening. 

In the event of a discrepancy between a unit price and an extended line item price, the unit price 



shall govern. 

16. 	 Should an audit of Contractor's invoices during the term of the Agreement, and any renewals 
thereof, indicate that the County has remitted payment on invoices that constitute an over-charging 
to the County above the pricing terms agreed to herein, the Contractor shall issue a refund check to 
the County for any over-charges within 30-days of being notified of the same. 



/Ah JOE MACHENS FORD LINCOLN 
1911W. Worley .Columbia, MO 65203. (573) 445-441 1 (800) 745-4454 * www.rnachens.com 

December 4,2013 

Boone County 

Subject: Joe Machens Proposal on a 2014 Ford F550 4x4 

To: Whom it May Concern; 

As per the requested quote on a 2014 Ford F5504x4, Joe Machens Ford proposes the 
following. The 2014 Ford F550 4x4 includes the factory standard options. This proposed unit 
also has the standard options from the state contract and others as noted below. 

ltem #15B Price - Dealer Code - Option 
$37,756 - F5H - 2014 Ford F550 Reg Cab All Season Tires plus spare 
4 heel Drive 

-
18,000 GVWR 

6.7L Diesel Engine 4 wheels disc brakes -ABS 
Standard Rear Axle 4.10 Cruise control and Tilt 
Automatic Transmission 6 speed Vinyl Flooring & Vinyl Seats 
Air Conditioning Back up Alarm 
LH & RH Manual Mirrors 60" cab to axle 

Price - ltem # - Included euuipment from Missouri State Contract: 
$196 - 15AA/52B- Factory brake controller 
$1,293 - 16V168M- 19,500 GVWR in-lieu of 18,000, includes 4.88 limited slip axle 
$N/C - 16XlX8L-4.88 Limited Slip Axle 

Price - Dealer Code - Included equipment from Dealer: 
$N/C -F1 -Vermillion Red Exterior Paint 

, ,/ $994 - 90L - Power Equipment Group (Crew Cab)!4 . 
i -$3,731 -W5H -Crew Cab 60" cab to axle 176" wheelbase in lieu of Reg Cab 
[;if .
fiv~-t 

p @  $43,970 per vehicle 

Joe Machens Ford appreciates your business and we look forward to servicing your needs in 
the future. Any questions should be directed to Kelly Sells, Fleet Department Manager. 

Thanks, 

Kelly Sells 
Fleet Manager 
Joe Machens Ford 
573-445-4411 
ksells@machens.corn 

, #  

L I N C O L N  







Missouri Department of Transportation 

Bid Tabulation of Request 3-I3IIZOTV Medium Duty Vehicles 


Multiple Award 

"See each Bid Tab Item Page to see what options apply to that Item. 


ITEM # I S  - New standard equlpped 2014 or Newer Model 17.500 LB GVWR Chassis-Cab w l  DRW B 6 0  CA 

All units must contain the following options: 
I Standard d~esel Engne wth the h~ehest cool~nrcaeac~oi(Size-Horsepower ) 

2 Manufacturer's standard rear end axle rano (Raho ) 

3 Automanc transmfsslon (Speeds- 

4 
 Air condlnonlns 

5 
 LH & RHmanual mirrors 

6 Tlres (4) manufacturer's standard all season, plus full size spare and wheel (Size ) 

7 Rubber floonng 
8 MlnlmumGVWR 17,500 LB 

9 Brkes 4-wheel ann-lock br&ng system (ABS) 

10 Speed control and nlt wheel 

I I Back up alarm 

I2 Vlnyl seats 

13 3 sets of keys 


Optional Equipment 

Option 15A.1: Mounted 9' platform body meeting Specification E1320DRW 

Option 15A.2: 	 Mounted 9' aluminum platform body meeting Specification E1320DRW (Minimum 1 114" aluminum extruded floor instead ofsteel) 

Option 15B.1: 	 Mounted 9' platform dump body meeting Specification El327 

Option 15B.2: 	 Mounted 9' aluminum platform dump body meeting Specification El327 (Minimum 1 114" aluminum extruded floor instead of steel) 

Option 15C.1: Mounted 9' dump body meeting Specification El335 
Option 15C.2: Mounted 9' aluminum dump body meeting Speeification E1335-ALUM 
Option 15D: Permanently installed bulkhead to fit truck application (minimum requirement to top of cab) 
Option 15E: Provide live hydraulics with under hood clutch pump. Pump shall be cast iron design capable of3500 PSI; aluminum pumps wil l  not 

be accepted. Reservoir shall be 15 gallon with filtered breather cap, suction strainer, sight gauge and in tank return filter rated to 25 
GPM. Control valve shall be3 section mobile stack valve for hoist, plow and spreader. Valve shall be l 2 M C  activated capable of a 
minimum 12 GPM and installed in a valve enclosure. Control valve must have a main relief and a relief for the hoist down function. 
The hoist, plow and spreader functions shall be controlled by a Certified Power Freedom 2.0 I 2 M C  control console with automated 
spreading for mounted dump body in specification El335 or mounted platform body in specification E1327. This package shall be 
capable o f  driving the auger, spinner motor in a salt spreader, and power to raise angle plow. A l l  hoses shall be provided from front 
to rear o f  truck. 

Option 15E: 	 Hydraulic system to run body, plow and spreader, hoist and plow controls to be manual cable controlled and the spreader control 

shall be a Certified Power Freedom 2.0 automated spreader control. The hydraulic system requirements shall match the 15E 

specifications. 


Option 15G: Provide hydraulics and controls l 2 M C  activated for dump hoist only 
Option 15H: Mounted standard utility tool body. Body to include flush mounted LED tail, stop, turn, backup and clearance lights as required per 

FMVSS 108 standards. Unit must include a tread plate step bumper with pintle hook recess. 

Option 151: 	 Six - 2" deep full width 250 Ibs. capacity free sliding tool drawers mounted approximately 1 K" from top of compartment with 

approximately 2 %" between trays in lieu o f  two shelves and dividers in one of the ful l height vertical compartments 


Option 15J: 	 Two full length 250 Ibs. capacity free sliding tool trays with metal dividers with slots on 4" centers with first tray mounted 5 %IL 


from bottom of compartment with approximately 1 %"between trays with second tray mounted above first in  lieu o f  shelf and 

dividers in one of the horizontal compartments. 


Option 15K: 	 Flip top for Uti l i ty Body: Top of compartment opens for storage. Can be either side or both sides. Telescopic roof and crane 

mounting k i t  wil l  impact flip top application. Latch is located in center horizontal compartment. 


Option 15L: 	 One full- length (or from crane mounting point) 4" deep top opening compartment with release located inside side compartment, 
automatic up position latch and metal dividers with slots on 4" centers in addition to the standard tool compartments. The top 
opening compartment wil l  not protrude more than 2" into side compartment p h e  side compartment shall be ZT' from floor to top o f  
side body plus excess for flip top compartment) 

Option ISM: 	 One double- bottle gas drop well and retainers in lieu of hvo shelves and dividers in one of the full height vertical compartments 

Option 15N: 	 Minimum 25" high panel extension cover with minimum 42" locking rear doors which wil l  provide a minimum 48" interior height for 
storage and work area (Canopy roof style). 

Option 150: 	 Body to have3 section, tempered steel telescopic sliding roof and two piece, rigid aluminum, endgate cover to protect cargo area 
from weather and theft. A mechanical type seal wil l  be placed on the telescopic sliding roof and end gate cover 

Option 15P: Raise Telescopic Roof to get 36" clearance for the above option 
Option 15Q: Crane mount reinforced rigidly while maintaining full compartment space on top rear corner o f  body either left or right for a 3500 

Ibs. cap. crane (with no mounting holes o r  bolt holes, we wil l  dr i l l  to suit ourselves) 
Option 15R: Commercial grade spray on bed lining to be applied in the cargo area of the utility body, to include floor, side's tailgate, front, and 

horizontal surface o f  bumper 

Option 15s: Heavy-duty manual 5 or 6 speed transmission i n  lieu of automatic transmission 
Option 15T: Heavy duty, Class V (2-112'' square tube) receiver trailer hitch. Includes an adapter to reduce to 2" (Class IIUIV) and a seven-wire 

RV style trailer plug 

Option 15U: Exterior color to be Federal Standard #595B "Highway Yellow" 

Option 15V: Standard gasoline engine with the hiehest cooline c a ~ a c i w  in lieu of diesel engine (state size and horsepower) 


Option 15W: 	 Automatic transmission power take-off provision 

Option 15X: 	 2 cab steps. (One on driver's side, one on passenger side) 

Option 15Y: 	 Optional Rear Axle Ratio 

Option 152: 	 Limited Slip Rear Axle. 

Option 15AA: 	 Electric Trailer Brake Controller 

Option 15BB: 	 Bluetooth Capability 




Missouri Department of Transportation 

Bid Tabulation of Request 3-131120NMedium Duty Vehicles 


% Discount off MSRP for all Data Book or Pricing Guide Options 

Vendor % MSRP Discount 

Blue Springs Ford 10% 

Broadway Ford Truck 10% 

Capital City Dodge Chrysler Jeep Ram 10% 

Dave Sinclair Ford 

Don Brown Chevrolet 

Gem City Ford 

Joe Machens Capitol City Ford 

Joe Machens Ford 

Lou Fusz Chrysler Jeep & Dodge 

Lou Fusz Ford 

Lou Fusz GMC 

Putnam Chevrolet 

Republic Ford, Inc. 

Roberts Chevrolet Buick 

Shawnee Mission Ford 

Columbia Freightliner 

Navistar 
Navistar 
Navistar 

10% 

10% 

10% 

10% 

NO BID 


8% (Item nos. 1-16); 6% (Itemmos. 17-19) 


0% 


10% 


5% 


10% 


10% 


NO BID 


15% (Item nos. 1315 816-Terra Star); 20% (Item no. 16- Dura Star) 

15% (Item nos. 1 3 1 5 ~ 8  16-Terra Star); 20% (Item no. 16-'Dura Star) 

15% (ItemCnos. 13-15 8 16-Term Star); 20% (Item no. 16- Dura Star) 


Bodv Eauipment Provider 

Knapheide Truck Equipment Companies 

Knapheide Truck Equipment Companies 

Knapheide Truck Equipment Companies 

Knapheide Truck Equipment Companies 

Knapheide Truck Equipment Companies 

Knapheide Truck Equipment Companies 

Knapheide Truck Equipment Companies 

Knapheide Truck Equipment Companies 

Knapheide Truck Equipment Companies 

Knapheide Truck Equipment Companies 

Knapheide Truck Equipment Companies 

Knapheide Truck Equipment Companies 

Bus Andrews Equipment, Inc. 

Knapheide Truck Equipment Companies 

Knapheide Truck Equipment Companies 

Knapheide Truck Equipment Companies 

Knapheide Truck Equipment Companies 
Viking Cives Midwest, Inc. 
Kranz Automotive Body Company 

FOB LocationlTerms 
For COOP Purchases 

Blue Springs, MO 

St. Louis, MO 63104 

$1.75/mile round trip 

$.501mile round trip to COOP entity 

2244 S. Kingshighway, St. Louis 

$.551mile round trip to COOP entity 

Jefferson City, MO 

1911 W. Worley, Columbia, MO 

O'Fallon, MO 

Chesterfield, MO 

10950 Page Ave., St. Louis, MO 

$Ilmile round trip up to $300 

Republic, MO 

Platte City, MO + $.SOlmile 

Shawnee, KS 

Will deliver to your location. 

Destination 

Manufacturer's Factorv Warranties: 
Freightliner: Base vehicle-2 years unlimited miles and 2 years unlimited miles on Powertrain(3 years on Allison) 
DodgelChryslerlJeep: 3 Year136,OOO Mile Bumper to Bumper and 5 Year1100,OOO Mile Powertrain 
ChevroletlGMC: 3 Year136,OOO Mile Bumper to Bumper and 5 Year1100,OOO Mile Powertrain Warranty 
Ford: 3 Yearl36,OOO Mile Bumper to Bumper and 5 Year160,OOO Mile Powertrain Warranty. Diesel components 5 yr.1100,000 miles. 
International: Base vehicle4 years136,OOO miles and 4 year1100,OOO Mile Powertrain Warranty 

Page 1 of 1 



MADOT Missouri Department of Transportation k 
Bid Tabulation of Request 3-131120TV Medium Duty Vehicles 
Multiple Award 


ALL VENDORS ALLOW COOP PURCHASES 


VENDOR INFORMATION 
Name: Blue Springs Ford 
Contact name: Mike Hllker 
Address Line: 3200S Outer Road 
Address Line: Blue Sprlngs, MO 64015 
Telephone #: 81 6-229-4400 
Cellular Phone #: 816-896-1474 
Email address: mh~lker@bluesprinasfordcom 

Name: Broadway Ford Truck 
Contact name: Teny Wojtowicz 
Address Line: 1506S. 7th Street 
Address Line: St. Louis, MO 63104 
Telephone #: 314-206-3330 
Cellular Phone #: 314-412-9140 
Email address: twoitowicz@broadwavtruck.com 

Name: Capitol City Dodge Chrysler Jeep Ram 
Contact name: Jeny Dunn 
Address Line: 3201 Missouri Blvd 
Address Line: Jefferson City, MO 65109 
Telephone #: 573-893-5000 
Cellular Phone #: NA 
Email address: idunn@capitoIcitvcars.com 

Name: Dave Sinclair Ford Inc. 
Contact name: Les Williams 
Address Line: 7466S. Lindbergh 
Address Line: St. Louis, MO 63125 
Telephone #: 31 4-892-2600 
Cellular Phone #: 314-540-5266 
Email address: Iwilliams@davesinclair.com 

Name: Don Brown Chevrolet 
Contact name: Dave Helterbrand 
Address Line: 2244S. Kingshighway 
Address Line: St. Louis, MO 631 10 
Telephone #: 314-772-1400 
Cellular Phone #: 314-882-3058 
Email address: dave@donbrownchevrolet.com 

Name: Gem City Ford 
Contact name: Brian Frye 
Address Line: 5101 Broadway St. 
Address Line: Quincy, IL 62305 
Telephone #: 800-647-5475 
Cellular Phone #: 217-440-3266 
Email address: bfrve@~emcitvford.com 

Name: Joe Machens Capital City Ford 
Contact name: Mike Rogers 
Address Line: 807Southwest Blvd. 
Address Line: Jefferson City, MO 65109 
Telephone #: 573-634-4444 
Cellular Phone #: 573-694-1823 
Email address: mro~ers@.machens.com 

VENDOR INFORMATION 
Name: Joe Machens Ford 
Contact name: Kelly Sells 
Address Line: 1911 West Worley 
Address Line: Columbia, MO 65203 
Telephone #: 573-445-4411, ext. 119 
Cellular Phone #: NA 
Email address: ksells@machens com 

Name: Lou Fusz Chrysler, Jeep 8 Dodge 
Contact name: Michael S. Benz 
Address Line: 3480Highway K 
Address Line: O'Fallon, MO 63368 
Telephone #: 636-442-8129 
Cellular Phone #: 636-322-8059 
Email address: mbenz@fusz.com 

Name: Lou Fusz Ford 
Contact name: Andy Eldridge 
Address Line: #2Caprice Dr. 
Address Line: Chesterfield, MO 63005 
Telephone #: 636-532-9955 
Cellular Phone #: 314-662-0055 
Email address: andveldridae@fusz.com 

Name: Lou Fusz GMC 
Contact name: Brad A. Matheney 
Address Line: 10950Page Ave. 
Address Line: St. Louis, MO 63132 
Telephone #: 314-595-2780 
Cellular Phone #: 314-565-01 12 
Email address: bradmathenev@fusz.com 

Name: Putnam Chevrolet 
Contact name: Michael Nichols 
Address Line: 31304Highway 87 
Address Line: California, MO 6501 8 
Telephone #: 573-796-2131 
Cellular Phone #: 573-301-2854 
Email address: mike.nicholsl928@amail.com 

Name: Republic Ford, Inc. 
Contact name: Steve Forrester 
Address Line: P.O. Box 700 
Address Line: Republic, MO 65738 
Telephone #: 41 7-732-2626 
Cellular Phone #: 417-350-5083 
Email address: sforrester@republicford.com 

Name: Roberts Chevrolet Buick 
Contact name: Dean J. Meier 
Address Line: 1600E.Prairie View Road 
Address Line: Platte City, MO 64079 
Telephone #: 816-858-3200 
Cellular Phone #: 816-564-9678 
Email address: fleet@robertscb.com 

Page 1 of 2 



Name: 
Contact name: 
Address Line: 
Address Line: 

Telephone #: 

Cellular Phone #: 

Email address: 


Name: 

Contact name: 

Address Line: 

Address Line: 

Telephone #: 

Cellular Phone #: 

Email address: 


Name: 

Contact name: 

Address Line: 

Address Line: 

Telephone #: 

Cellular Phone #: 

Email address: 


Missouri Department of Transportation 

Bid Tabulation of Request 3-131120TV Medium Duty Vehicles 


Multiple Award 

ALL VENDORS ALLOW COOP PURCHASES 

Shawnee Mission Ford Inc. 
Jay Cooper 
11501 W. Shawnee Mission Parkway 
Box 31 79 
Shawnee, KS 66203-01 79 
91 3-248-2287 
NIA 
iay.coo~er@shawneemissionford.com 

Columbia Freightliner Sales 
Ralph Carter 
1660 Jade Road 
Columbia, MO 65201 
573-886-01 88 

Navistar 
Joe Sontag 
900 S. Highway Drive, Suite 103 
Fenton, MO 63026 
636-343-6800 
3 14-64041 1 1 
joe.d.sonta~bnavistar.com 

Page 2 of 2 



- -  - - 
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Body Equipment 


For each Body Company that is included in your bid, please list below the location of 
service center(s) for the equipment that is to be provided. 

Knapheide Truck Equipment Co~npaniessewing as one group to support the MODOT bld. 
November 20,201 3 

KNAPHEIDE TRUCK EQUIPMENT COMPANY 

6603 BUSINESS 50 WEST 

JEFFERSON CITY, /\no65109 

p 573-893-5200 

f 573-893-5344 

rareen@knapheide.com 

www.kna~heidejeffcitv.com 


KNAPHEIDE TRUCK EQUIPMENT COMPANY 

2431 NORTH 5TH STREET 

QUINCY, iL 62305 

p 21 7-222-2743 

f 21 7-224-7994 

rpiocl~@knapheide,cotn 

www.kna~lieideqi~incv.co~~~ 

KNAPHEIDE TRUCK EQUIPMENT COMPANY 

101 01 MID RIVERS MALL DRIVE 

ST. PETERS, MO 63376 

p 636-397-4444 

f 636-397-261 3 

jscliwvermer~kna~heide.co~~i 
~nvw.knapheidestlouis.co~n 


KNAPHEIDE TRUCK EQIJIPMENT COMPANY 

7200 NORTHEAST 45TH STREET 

KANSAS CITY, MO 641 17 

p 81 6-472-4444 

f 816-472-5147 

Ihar.tis~knaplieide.com 

www.knapheidekarlsascit~.com 




MODOT Bid 3-131120TV Revised 

Knapheide Truck Equipment Companies addendum to bid: 

Jefferson City, Kansas City, St. Peters and Quincy, IL are able to explain and assist with the 
following: 

Re: CNG Engine Conversions, Impact on Bodies and Equipment Application 

1. 	 CNG Conversions require the mounting of additional tanks. 
a. 	 Tank location is either under truck frame or takes up body space on top of frame. 
b. 	 Tank location and application is evolving and applications are not standard or 

consistent at this time and changes are expected in near term. 
2. 	 Impact on body size: 

a. 	 With under truck frame tanks, the normal body probably can be mounted 
depending on the CNG system being installed. 

b. 	 With tanks taking up bed space the following are potential impacts and 
solutions: 

i. If  56" CAI SRW and on top of frame, special service body and platform are 
required and will result in the service body losing all front compartments; 
and the platform being only six feet in length. Special quoting will be 
required. 

ii. IF 60" CAI DRW and on top of frame, special service body and platform 
are required and will result in the service body loslng all front 
compartments; and the platform being only seven feet in length. Special 
quoting will be required. 

iii. 	If 84" CAI DRW, the bodies normally used on a 60" CA can be used. 
3. 	 Based upon the evolving CNG systems and applications, no firm quote can be given for 

an extended period of time and it is suggested that each application be quoted at the 
time of need by contacting any of the above listed locations and attached listing. 



-- 

Knapheide Truck Equipment Companies 

Kansas City, St. Peters, Jeffserdon City, Quincy, tL. 


I Options for platforms, Medium Duty 2014 1 

Wood Floor with 118" treadplate overlay 
wood with 118" tp overlay -9 ft $ 994 
wood with 118" t~overlay -11ft $ 1,215 

I wood with 118" tt, overlav -12 f t  1 S 1.325 1 
Wood Floor with 3/16" treadplate overlay 

wood with 3/16" tp overlay -9 ft $ 1,304 
wood with 3/16" tp overlay -11 ft $ 1,594 

I wood with 3/16'' to overlav -12 ft I $ 1.739 1 
2" nominal CCA pressure treated I I

I tongue & grove # 1  pine wood floor I 
In liue of everv other cross sill: 

Gussets on every cross sill--9 $ 91 
Gussets on every cross sill--11 $ 112 
Gussets on every cross sill--12 $ 122 

In lieu of 18" centers: 
Platform Cross Sills on 12" centers-9 ft $ 120 
Platform Cross Sills on 12" centers-11 ft $ 178 

l~lat formCross Sills on 12" centers-12 ft 1 $ 178 1 







-- - 

[~lectrictrailer brake controller ( $ 175.00 (9W ( 1 0 6 ~  (11Y 112AA 1132 1142 IlSAA 1162 1 



Item # 2: 56 CA, SRW, 4x2, Ext Cab Pick U p  Price Note: 
6 1 /2  foot bed in liue of 8 foot bed 21 no charge C 
Commercial grade spray on bed lining 2K $ 725.00 
Electric Brake Controller 2L $ 175.00 A 
Bed delete (body company credit of pick up bed trade in) 2M $ (500.00) B 
Mounted 8' platform E1320SRW (Knapheide/PVMXT/PG/PGNB) 2N.1 $ 2,325.00 
Mounted 8' aluminum platform E1320SRW (AlumLine/Hillsborro) 2N.2 $ 4,555.00 H 
Permanently installed bulkhead 20  $ 590.00 D 

Mounted standard utility tool body (KNAP / 696J) 2P $ 5,150.00 
Utility tool body 3 section telescopic roof 2Q $ 1,795.00 
Heavy Duty Class V 2-1/2" reciever hitch 2R $ 375.00 

ltem # 3: 56CAj 4x2, SRW, Crew Cab Pick Up Price Note: 
6 1/2 foot bed in liue of 8 foot bed 3J no charge C 
Commercial grade spray on bed lining 3K $ 725.00 
Electric Brake Controller 31 $ 175.00 A 
Bed delete (body company credit of pick up bed trade in) 3M $ (500.00) B 
Mounted 8' platform E1320SRW (Knapheide/PVMXT/PG/PGNB) 3N.1 $ 2,325.00 
Mounted 8' aluminum platform E1320SRW (AlumLine/Hillsborro) 3N.2 $ 4,555.00 H 
Permanently installed bulkhead 3 0  $ 590.00 D 
Mounted standard utility tool body KNAP 696J (Knapheide 6963) 3P $ 5,150.00 
Utility tool body 3 section telescopic roof 3Q $ 1,795.00 
Heavy Duty Class V 2-1/2" reciever hitch 3R $ 375.00 



Item # 4: 56 CA, 4x4, SRW, Reg Cab Pick Up Price Note: 

Commercial grade spray on bed lining 4J $ 725.00 
Electric Brake Controller 4K $ 175.00 A 
Bed delete (body company credit of pick up bed trade in) 4L $ (500.00) B 
Mounted 8' platform E1320SRW (Knapheide/PVMXT/PG/PGNB) 4M.1 $ 2,325.00 
Mounted 8' aluminum platform E1320SRW (AlumLine/Hillsborro) 4M.2 $ 4,555.00 H 
Permanently installed bulkhead 4N $ 590.00 D 
Mounted standard utility tool body KNAP 6961 (Knapheide / 696J) 40 $ 5,150.00 
Utility tool body 3 section telescopic roof 4P $ 1,795.00 
Heavy Duty Class V 2-1/2" reciever hitch 44 $ 375.00 

a 

Item # 5: 56 CA, 4x4, SRW, Ext Cab Pick Up Price Note: 

Commercial grade spray on bed lining 5J $ 725.00 
Electric Brake Controller 5K $ 175.00 A 
6 112 foot bed in liue of 8 foot bed 5L no charge C 

Bed delete (body company credit of pick up bed trade in) 5M $ {SOO.OO) B 
Mounted 8' platform E1320SRW (Knapheide/PVMXT/PG/PGNB) 5N.1 $ 2,325.00 
Mounted 8' aluminum platform E1320SRW (AlumLine/Hillsborro) 5N.2 $ 4,555.00 H 
Permanently installed bulkhead 50 $ 590.00 D 

Mounted standard utility tool body KNAP 696J (Knapheide/ 696J) 5P $ 5,150.00 

5Q $ 1,795.00 
Heavy Duty Class V 2-112" reciever hitch 5R $ 375.00 

Item # 6: 56 CA, 4x4, SRW,Crew Pick Up Price Note: 

6 112foot bed in liue of 8 foot bed 61 no charge C 
Commercial grade spray on bed lining 6J $ 725.00 
Electric Brake Controller 6K $ 175.00 A 
Bed delete (body company credit of pick up bed trade in) 6L $ (500.00) B 
Mounted8' platform E1320SRW (Knapheide/PVMXT/PG/PGNB) 6M.1 $ 2,325.00 
Mounted 8' aluminum platform E1320SRW (AlumLine/Hillsborro) 6M.2 $ 4,555.00 H 
Permanently installed bulkhead 6N $ S90.00 D 
Mounted standard utility tool body KNAP 696J (Knapheide696J) 60  $ 5,150.00 
Utility tool body 3 section telescopic roof 6P $ 1,795.00 
'Heavy Duty Class V 2-112'' reciever hitch 6Q $ 375.00 

Item # 7:56 CA, 4x2, DRW, Reg Cab Pick Up Price Note: 
Commercial grade spray on bed lining 7J $ 725.00 
Electric Brake Controller 7K $ 175.00 A 



Item # 8: 56 CA, 4x4, DRW, Reg Cab Pick Up Price Note: 
Commercial grade spray on bed lining 81 $ 725.00 
Electric Brake Controller 8K $ 175.00 A 

'provide hydraulics and control electric dump only 9 F $ 575.00 
Mounted Knapheide 6108D54J utility tool body (Knapheide/6108D54) 9G $ 5,550.00 
Six-2" deep full width 2501b. Pull out tool drawers-vertical 9H $ 1,770.00 F 
Two full length 2501b. Pull out tool drawers-horizontal 91 $ 685.00 
Flip top utility body-per side-6108D54J 9J.108 $ 680.00 
One - double bottle gas drop well and retainer 9K $ 525.00 
Minimum 25" high panel extension -Cnopy Roof 48" high ID 9L $ 3,650.00 
Body to  have 3 section telescopic sliding roof-6108DS4J 9M $ 1,990.00 
Raise Telescopic Roof 36"high ID clearance 9N $ 545.00 
Crane mount 9 0  $ 766.00 G 
Commercial grade spray on bed lining 9P $ 750.00 
Heavy - duty Class V receiver hitch2.5" w/reducer 9R $ 495.00 
Exterior color yellow (or other than white) 9s $ 600.00 
Electric trailer brake controller 9W $ 175.00 A 



Item # 10: 60 CA, Chassis Cab, 4WD, Reg Cab C&C Price Note: 
Mounted 9' platform E1320DRW (knapheide/PVMXT/PGNB) 
Platform floor option 3/16" in liue of 1/8" add 

Mounted 9' platform E1320DRW ALUM (Alumline/Hillsborro/Custom) 10A.2 $ 4,900.00 H 
Mounted 9' platform dump body El327 (knapheide/PVMXT) 10B.l $ 4,350.00 
Mounted 9' platform dump body El327 ALUM (Alumtine/Custom) 108.2 $ 8,200.00 H 
Mounted dump body 9' El335 (knapheide/KDtF992A) 1OC.1 $ 6,490.00 
Mounted dump body 9' E1335-ALUM (TBE1/Eliminator LP) lOC.2 $ 8,995.00 
Permanent installed bulkhead IUD $ 920.00 E 
Option bulkhead-deduct $250 for stake pocket bolt In 100 opt $ (250.00) 

Provide live hydraulics under hood clutch pump B 10E 10D 13E 140 10E $ 9,995.00 
For porportinal control for hoist and plow add $700 10E opt $ 700.00 

Provide hydraulics with manual ilo electric controls 10F 12E 13F 14E 1OF $ 9,084.00 
Provide hydraulics and control electric dump only 10G $ 575.00 
Mounted Knapheide 6108D54J utility tool body (Knapheide/6108D54)- 10H $ 5,550.00 
Six-2" deep full width 2501b. Pull out tool drawers-vertical 101 $ 1,770.00 F 
Two full length 2501b. Pull out tool drawers-horizontal 101 $ 685.00 
Flip top Utility Body-per side 10K $ 680.00 
One -double bottle gas drop well and retainer 10L $ 525.00 
Minimum 25" high panel extension -Cnopy Roof 48" high ID 10M $ 3,650.00 
Body to have 3 section telescopic sliding roof PON $ 1,990.00 
Raise Telescopic Roof 36" high ID clearance 100 $ 545.00 
Crane mount 10P $ 766.00 G 
Commercial grade spray on bed lining 10Q $ 750.00 
Heavy - duty Class V receiver hitch 2.5" w/reducer 10s $ 495.00 
Exterior color yellow (or other than white) POT $ 600.00 
Electric trailer brake controller 10BB $ 175.00 A 



Item # 11: 84CA, Chassis Cab, 2WD, Reg Cab C&C Pr/ce Note: 
Mounted 11' platform E1320DRW (knapheide/PVMXT/PGNB) 11A.1 $ 2,150.00 
Platform floor option 3/16" in liue of 118" add $ 325.00l l A . l  opt -- 

Mounted 11platform E1320DRW ALUM (AlumLine/Hillsborro/Custom) $ 5,500.00 H11A.2 
Mounted 11'platform dump body El327 (knapheide/PVMXT) $ 4,590.00l l B . l  
Mounted 11'platform dump body El327 ALUM (AlumLine/Custom) $ 8,900.00118.2 
Permanent installed bulkhead $ 920.00 E11C 
Option bulkhead-deduct $250 for stake pocket bolt in $ (250.00)1lC opt 

Provide live hydraulics under hood clutch pump A 9E 11D $ 4,238.0011D 
Provide hydraulics and control electric dump only $ 575.0011E 

Mounted Knapheide 61320543 utillty tool body (Knapheide/6132D54) $ 6,475.0011F 
Six-2" deep full width 2501b. Pull out tool drawers-vertical $ 1,770.00 F11G 
Two full length 2501b. Pull out tool drawers-horizontal $ 685.0011H 
Flip top utility body per side $ 780.00111 
Minimum 25" high panel extension -Cnopy Roof 48" high ID $ 4,365.0011J 
Body to have 3 section telescopic sliding roof $ 2,100.0011K 
Raise Telescopic Roof 36" high ID clearance $ 790.0011L 
Crane mount $ 766.00 G11M 
One - double bottle gas drop well and retainer $ 525.0011N 
Commercial grade spray on bed lining - $ 850.00110 

Heavy - duty Class V receiver hitch 2.5" w/reducer $ 495.00114 
Exterior color yellow (or other than white) $ 600.001 1 R  
Electric trailer brake controller $ 175.00 A11Y 











item # 16: 84 CAI Chassis Cab, 2WD, Reg Cab 

Mounted 12' platform E1320DRW (knapheide/PVMXT) 
Platform floor option 3/16" in liue of 118" add 

Mounted 12' platform E1320DRW ALUM (AlurnLine/Hillsborro/Custom) 
Mounted 11'platform E1320DRW (knapheide/PVMXT) 
Platform floor option 3/16" in liue of 118" add 

Mounted 11platform E1320DRW ALUM (AlumLine/HilIsborro/Custom) 
Permanent Installed bulkhead 
Option bulkhead-deduct $250 for stake pocket bolt in 

Lighter duty bulkhead not applicable to Terra Star and M2 (opt 1) 
For Terra Star and M2 add for Increased bulkhead height-steel 
For Terra Star and M2 add for increased bulkhead height-for aluminum 

Provide live hydraulics under hood clutch pump B 10E 10D 13E 14D 
For porportinal control for hoist and plow add $700 

Provide hydraulics with manual ilo electric controls 10F 12E 13F 14E 
Providehydraulics and control electric dump only 

C&C 
16A.1 
16A.l opt 
16A.2 
16B,1 
160.1 opt 
16B.2 
16C 
16Copt 1 

16Copt 2 
16C opt 3 $ 204.00 

16D OPT $ 700.00 
16E $ 9,084.00 
16F $ 575.00 

Price 
$ 2,225.00 
$ 350.00 
$ 5,700.00 
$ 2,150.00 
$ 325.00 
$ 5,500.00 
$ 920.00 
$ (250.00) 

$ 150.00 

Note: 

H 

H 
E 

Flip top utility body per side 
Minimum 25" high panel extension -Cnopy Roof 48" high ID 
Body to have 3 section telescopic sliding roof 
Raise Telescopic Roof 36" high ID clearance 
Crane mount 
One - double bottle gas drop well and retainer 
Heavy- duty Class V receiver hitch 2.5" w/reducer 
Exterior color yellow (or other than white) 
Commercial grade spray on bed lining 
Electric trailer brake controller 
I 

16L 
16M 
16N 
160 

16Q 
16R 
16Y 
162 

$ 2,100.00 
5 790.00 
$ 766.00 
$ 525.00 
$ 495.00 
$ 600.00 
$ 850.00 
$ 175.00 

G 

A 

If OEM brake controller is not present 

Body company will apply credit to trade in of pick up bed, bumper, hitch 
This choice requires change in body length. 

Rectangular or tapered bulkhead for steel bodies must be selected. 

Bulkhead for servere duty. Less costly options are available. 
Terra Star and M2 require taller bulkhead, see option 
BH will not be used on Terra Star and M2, BHR Only 

Six pull out shelves-location to be determined. 

Crane mount must be odered with body, it cannot be installed after body build 
Torsion floor may be required depending on application $925.00. 

Aluminum bodies inclued bulkhead 



BID FORM MAILING ADDRESS: 
MISSOURI DEPARTMENT OF TRANSPORTATION 

GENERAL SERVICES, P.O. BOX 270 November 1,2013 
JEFFERSON CITY, MO 65102 

SEALED BIDS, SUBJECT TO THE ATTACHED CONDITIONS WILL 1BIDS TO BE BASED F.O.B. MISSOURI DEPARTMENT OF 
BE RECEIVED AT THIS OFFICE UNTIL TRANSPORTATION 

Submit net bid as cash discount stipulations will not be considered 

2:00 pm., Local Time, November 20,2013 Various End User Delivery Locations 

AND THEN PUBLICLY OPENED AND READ FOR FURNISHING 
THE FOLLOWING EQUIPMENT. I 

Y 

DEFINITE DELIVERY DATE SHOULD BE SHOW. THE BIDDER MUST SIGN AND RETURN BEFORE DATE AND TIME SET 
FOR OPENING. 

BUYER: Tom Veasman BUYER TELEPHONE: 573-522-4404 
BUYER EMAIL: 
tom.veasman@modot.mo.gov 

I MEDIUM DUTY VEHICLES 

This Request For Bid seeks bids from qualified organizations to provide vehicles in accordance with the following 

pages. MoDOT will receive bids at the following mailing address: P.O. Box 270, Jefferson City, MO 65102-0270, 

or hand-delivered in a sealed envelope to the following physical address: General Services Procurement at 830 MoDOT 

Drive, Jefferson City, MO 65109 until 2:00 p.m., November 20,2013. Bid forms and information may be obtained by 

contacting Tom Veasman at 573-522-4404, tom.veasman~,modot.mo.gov,or electronically download them at: 

http://www.modot.org/business/surp1~~~1eet%2OB~yers%2OWeb%2OPage~ighthtyTm~ks.htm 

1 Components of Agreement: The Agreement between MHTC and the successful Bidder(s) shall consist of the RFB and 
any written amendments thereto, the "Standard Bid Provisions, General Terms and Conditions and Special Terms and 
Conditions" that are attached to this RFB and the bid submitted by the Bidder in response to the FWB. However, MHTC 
reserves the right to clarify any relationship in writing and such written clarificationshall govern in case of conflict with the 
applicable requirements stated in the RFB or the Bidder's bid. The Bidder is cautioned that its bid shall be subject to 
acceptance by MHTC without further clarification. 

Return sealed bid to the address shown at the top of this page. 

I 

(SEE ATTACHED FOR TERMS, CONDITIONS, AND INSTRUCTIONS) 

In compliance with the above Request For Bid, and subject to all condinions thereof, the undersignedbidder agrees tofurnish and deliver 
any or aU the items on whichprices were bid within the timeframespecified herein, afferreceipt offormalpurchase order. 

Date: Firm Name: 

Telephone No.: Address: 

Fax No.: 

Federal I.D. No. By (Signature): 

Email Address: Typeprint Name 

Title: 
Is your firm MBE Is your firm WBE 
certified? yes NO certified? yes No 

Form E-103 (Rev. 11-04) 



REVISED RFB (1 1/1/2013) 

1. INTRODUCTIONAND GENERAL INFORMATION 

1.1 	 Introduction: 

1.1.1 	 This Request for Bid (RFB) seeks bids from qualified organizations to provide medium duty trucks for the 
locations in the State of Missouri (See Section 2.4.2) through the end of the 2014 model year, to the Missouri 
Highways and Transportation Commission (MHTC) and Missouri Department of Transportation (MoDOT). Each 
bid must be in a sealed envelope, be mailed or delivered by courier to the FWB Coordinator at the below listed 
address, on or before the date and time listed herein for receipt of bids/proposals. All questions regarding the 
RFB shall be submitted to the FWB Coordinator. Bids must be returned to the office of the RFB Coordinator 
no later than 2:00 p.m. CDT, November 20,2013. 

RFB COORDINATOR: 

Tom Veasman, Senior General Services Specialist 

MAILING ADDRESS: PHYSICAL ADDRESS: 

Missouri Department of Transportation Missouri Department of Transportation 

P. 0.Box 270 General Services Division 

Jefferson City, MO 65102 830 MoDOT Drive 

Attn: Tom Veasman Jefferson City, MO 65109 


PHONE: 573-522-4404 

FAX: 573-526-6948 

1.2 	 General Information: 

1.2.1 	 This document constitutes an invitation for competitive, sealed bids for the procurement of medium duty trucks as 
set forth herein. 

1.2.2 	 Organization: This FWB is divided into the following parts: 

1) Introduction and General Information 

2) Scope of Work 

3) Bid Submission 

4) Pricing Page(s) 

5) Vendor Information and Preference Certification Form 

6) Notice Of Cooperative Purchasing 

7) Anti-Collusion Statement 

8) Terms and Conditions 

Page 1of 55 



2. SCOPE OF WORK 


2.1 	 General Requirements: 

2.1.1 	 The contractor shall provide medium duty trucks on an as needed, if needed basis for the MHTC and MoDOT, in 
accordance with the provisions and requirements stated herein. 

2.1.2 	 The contractor shall provide all deliverableslservices to the sole satisfaction of MoDOT. 

2.1.3 	 MoDOT reserves the right to obtain "like or similar" products as specified herein from other Manufacturer's, 

exclusive of the contract, when use of such products is deemed in the best interest of MoDOT. 


2.1.4 	 Unless otherwise specified herein, the contractor shall furnish all material, labor, facilities, equipment, and 

supplies necessary to provide the deliverableslservices required herein. 


2.1.5 	 MoDOT reserves the right to reject any or all bidslquoteslproposals, and to accept or reject any items thereon, and 
to waive technicalities. In case of error in the extension of prices in the bid/quote/proposal, unit prices will 
govern. 

2.1.6 	 This work is to be performed under the general supervision and direction of MoDOT and, if awarded any portion 
of the work, the Contractor agrees to furnish at his own expense all labor and equipment required to complete the 
work, it being expressly understood that this solicitation is for completed work based upon the price(s) specified 
and is not a solicitation for rental of equipment or employment of labor by MoDOT, and MoDOT is to have no 
direction or control over the employees used by the Contractor in performance of the work. 

2.2 Required Specifications: 

a. 	 All materials, equipment, andlor services bid upon must comply with the included MoDOT 
specifications and any other provisions outlined in the solicitation documents. 

2.3 	 Delivery Requirements: 

2.4.1 	 The following delivery requirements shall apply: 

a. 	 Unless otherwise specified on the solicitation documents or purchase order, suppliers shall give at least 24 
hours advance notice of each delivery. Delivery will only be received between the hours of 8:00 a.m. to 
3:00 p.m., Monday through Friday. No vehicles will be received on Saturday, Sunday or state holidays. 

b. 	 If the prices bid herein include the delivery cost of the material, the Contractor agrees to pay all 
transportation charges on the material as FOB - Destination. Freight costs must be included in the unit 
price bid and not listed as a separate line item. 

c. 	 Any demurrage is to be paid by the Contractor direct to the railroad or carrier. 
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2.4.2 	 The contractor shall deliver the products specified herein to the following MoDOT locations: 

St. Joseph, Missouri 64502 


Macon, Missouri 63552 


Hannibal, Missouri 6340 1 


Lee's Summit, Missouri 64064-8002 

Jefferson City, Missouri 65 102 


Chesterfield, Missouri 630 17-57 12 

Joplin, Missouri 64802 


Springfield, Missouri 6580 1 

Willow Springs, Missouri 65793 

Sikeston, Missouri 63801 


2.5 	 Liquidated Damage Requirements: 

2.5.1 	 The bidder is directed to the "Standard Bid Provisions, General Terms and Conditions and Special Terms and 

Conditions" attached to the bid documents, regarding the amount and enforcement of liquidated damages. 


2.6 	 ContractlPurchase Order: 

2.6.1 	 The contract expresses the complete agreement of the parties and performance shall be governed solely by the 
specifications and requirements contained therein. Any change, whether by modification and/or supplementation, 
must be accomplished by a formal contract amendment signed and approved by and between the duly authorized 
representative of the Contractor and the duly authorized representative of the MHTC, by a modified purchase 
order prior to the effective date of such modification. The Contractor expressly and explicitly understands and 
agrees that no other method and/or no other document, including correspondence, acts, and oral communications 
by or fkom any person, shall be used or construed as an amendment or modification 

2.7 	 Invoicing and Payment Requirements: 

2.7.1 	 The contractor shall submit an itemized invoice to the applicable requesting address for the completion of 
deliverables, as specified herein. 

2.7.2 	 Each invoice should be itemized in accordance with items listed on the purchase order and/or contract. The 
statewide financial management system has been designed to capture certain receipt and payment information. 
Therefore, each invoice submitted must reference the purchase order number and must be itemized in accordance 
with items listed on the purchase order. Failure to comply with this requirement may delay processing of invoices 
for payment. 

2.7.3 	 The contractor shall be paid in accordance with the firm, fixed prices stated on the pricing page of this document 
after completion of deliverables specified herein and acceptance by MoDOT. 

2.7.4 	 Other than the payment specified above, no other payments or reimbursements shall be made to the contractor for 
any reason whatsoever. 

2.7.5 	 Unless otherwise provided for in the solicitation documents, payment for all equipment, supplies, and/or services 
required herein shall be made in arrears. The MHTC shall not make any advance deposits. 

2.7.6 	 The MHTC assumes no obligation for equipment, supplies, and/or services shipped or provided in excess of the 
quantity ordered. Any authorized quantity is subject to the MHTC's rejection and shall be returned at the 
contractor's expense. 

2.7.7 	 The MHTC reserves the right to purchase goods and services using the state-purchasing card. 
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2.8 	 Other Contractual Requirements: 

2.8.1 	 Contract Period - The contract shall commence fiom the date of award until the end of the model year with up to 
two (2) one-year renewal option periods, or any portion therein. If the option for renewal is exercised by 
MoDOT, the contractor shall agree to all terms and conditions of the RFB and all subsequent amendments. 
Renewal options are at the sole discretion of MoDOT. 

2.8.2 	 Escalation Clause - In the event the contractor requests a price increase during the contract period, either the 

original contract period or any contract renewal period, the contractor must provide a written request and 

documentationjustifying the need for a price increase, and the amount of such price increase. MoDOT will 

review the contractor's written request and documentation, and decide if a price increase is to be granted at that 

particular time. The contractor shall understand and agree that MoDOT7s decision shall be final and without 

recourse. 


a. 	 No price increase shall be granted during the first 3 months of the original contract period, or if 
applicable, first 3 months of a contract renewal period. 

2.8.3 	 Insvection and Acceptance: MoDOT reserves the right to inspect the material at the point of manufacture, 

intermediate storage point, or at a destination which shall be at the discretion of MoDOT. 


a. 	 No equipment, supplies, andor services received by MoDOT pursuant to a contract shall be deemed 
accepted until MoDOT has had reasonable opportunity to inspect said equipment, supplies, andor 
services. 

b. 	 All equipment, supplies, andor services which do not comply with the specifications and/or requirements 
or which are otherwise unacceptable or defective may be rejected. In addition, all equipment, supplies, 
and/or services which are discovered to be defective or which do not conform to any warranty of the 
Contractor upon inspection (or at any later time if the defects contained were not reasonably ascertainable 
upon the initial inspection) may be rejected. 

c. 	 The MHTC reserves the right to return any such rejected shipment at the Contractor's expense for full 
credit or replacement and to specify a reasonable date by which replacements must be received. 

d. 	 The MHTC's right to reject any unacceptable equipment, supplies, andlor services shall not exclude any 
other legal, equitable or contractual remedies the MHTC may have. 

a. 	 The bidder is directed to the "Standard Bid Provisions, General T e r n  and Conditions and Special Teims and 
Conditions" attached to the bid documents, regarding the amount and types of insurance certificates required 
to be submitted by the contractor. 

2.8.4 	 NET DELIVERED FIRM PRICE - the unit(s) shall be delivered complete and ready for use to the delivery 
destinations. 
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3. BID SUBMISSION 


3.1 	 Bid Submission Information: 

3.1.1 	 All bids must be received in a sealed envelope/packaging clearly marked "3-13 1120TV Medium Duty Trucks". 

3.1.2 	 All bids must be received at the office of the RFB Coordinator as outlined in Section 1. "INTRODUCTION AND 
GENERAL INFORMATION. 

3.1.3 	 The bidder may withdraw, modify or correct his/her bid after it has been deposited with MoDOT provided such 
request is submitted in writing and received at the location designated for the bid opening prior to the date and 
time specified for opening bids. Such a request received as specified will be attached to the bid and the bid will 
be considered to have been modified accordingly. No bid may be modified after the date and time specified for 
the opening of bids. 

3.1.4 	 Open Competition / Request For Bid Document: 

a. 	 It shall be the bidder's responsibility to ask questions, request changes or clarification, or otherwise advise 
MoDOT if any language, specifications or requirements of an RFB appear to be ambiguous, 
contradictory, andlor arbitrary, or appear to inadvertently restrict or limit the requirements stated in the 
RFB to a single source. Any and all communication from bidders regarding specifications, requirements, 
competitive bid process, etc., must be directed to the buyer from MoDOT, unless the RFB specifically 
refers the bidder to another contact. Such communication should be received at least three (3) working 
days prior to the official bid opening date. 

b. 	 Every attempt shall be made to ensure that the bidder receives an adequate and prompt response. 
However, in order to maintain a fair and equitable bid process, all bidders will be advised, via the 
issuance of an amendment to the RFB, of any relevant or pertinent information related to the 
procurement. Therefore, bidders are advised that unless specified elsewhere in the RFB, any questions 
received less than three (3) working days prior to the RFB opening date may not be answered. 

c. 	 Bidders are cautioned that the only official position of the MoDOT is that which is issued by MoDOT in 
the RFB or an amendment thereto. No other means of communication, whether oral or written, shall be 
construed as a formal or official response or statement. 

d. 	 MoDOT monitors all procurement activities to detect any possibility of deliberate restraint of 
competition, collusion among bidders, price-fixing by bidders, or any other anticompetitive conduct by 
bidders which appears to violate state and federal antitrust laws. Any suspected violation shall be referred 
to the Missouri Attorney General's Office for appropriate action. 

3.1.5 	 Bid Review: Bids will be reviewed to determine if the bid complies with the mandatory requirements, and to 
determine the lowest and best bid. 

3.1.6 	 Cost Determination: The low bid shall be determined by adding all of the prices on the pricing pages for the 
original contract period. 

3.1.7 	 Contract Award: This is a Multiple Award bid and there will be no 'one7 bidder awarded each item within this 
bid. Each individual delivery destination will have sole responsibility for the discretion of all purchasing 
decisions. Criteria used to determine purchasing decisions are price, location of servicing dealers, past 
performance of servicing dealers, and past performance of different makes and models. 

a. 	 Notification of award shall be at the time the tabulation is posted to the Internet. It is the sole 
responsibility for all bidders to check the website for bid results. 
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ITEM # 1-NEW STANDARD EQUIPPED 2014 OR NEWER MODEL 2WD REGULAR CAB % TON PICKUP. 

ACCEPTABLE MAKES AND MODELS: 

Standard Ford F-250 with 137 "Wheelbase, Cab to Axle 56" 

Standard Chevrolet 2500 with 133" Wheelbase, Cab to Axle 56" 

Standard Dodge 2500 with 140" Wheelbase, Cab to Axle 56" 

*This item number is not recommended for a plow* 

All units bid must contain the following options: 
1. Standard, minimum V8 fuel-injected gasoline engine (Size Horsepower ) 
2. Manufacturer's standard rear end axle ratio (Ratio: ) 
3. Automatic Transmission (Speeds ) 
4. Air conditioning 
5. LH & RH manual mirrors 
6. Tires:(4) manufacturer's standard all season, plus full size spare and wheel (Size 	 ) 
7. Minimum 8,600 lbs. GVWR 
8. Heavy-duty (Type 111) trailer package to include receiver hitch 
9. 8' Bed 
10. Brakes, 4-wheel anti-lock braking system (ABS) 
1 1. Speed control and tilt wheel 
12. Rubber Flooring 
13. Vinyl seats 
14. 3 sets of keys 

DEALER COMPLETE: 

2014 MAKE MODEL GVWR EACH $ 

GAS MPG: CITY HWY FUEL CAPACITY OIL CAPACITY 

IS THIS ENGINE E-85 COMPATIBLE? IF SO WHAT IS E-85 MPG: CITY HWY 

BUMPER TO BUMPER WARRANTY 

POWERTRAIN WARRANTY 

EXTENDED WARRANTY 

OPTIONAL EOUIPMENT PRICES, Item # 1 

Indicate the additional cost or deduction for the below listed options, which should include all required options and special 

equipment. 


Option 1A. Heavy-duty manual transmission in lieu of automatic transmission EACH % 


Option 1B. Exterior color to be Federal Standard #595B "Highway Yellow" EACH $ 


Option 1C. Standard diesel engine in lieu of gasoline engine (state size and horsepower) 


SIZE 	 HORSEPOWER EACH % 

Option ID. 	 CNG engine in lieu of gasoline engine (provide the following information) EACH $ 

ENGINE: SIZE HP- MAKE MODEL 

TRANSMISSION: MAKE MODEL 

CNG TANK: DGE CAPACITY TANK LOCATION 
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Option 1E. 2 Full length cab steps or running boards. 
(one on drivers side, one on passenger side) SET % 

Option IF. Power windows and power door locks EACH % 

Option 1G. Bluetooth Capability EACH % 

Option 1H. Optional Rear Axle Ratio Axle Ratio EACH % 

Option 11. Limited Slip Rear Axle Axle Ratio EACH % 

Option 1J. Commercial grade spray on bed lining to be applied on floors, 
sides, front, tailgate and top of rail. 

EACH % 

Option 1K. Electric Trailer Brake Controller EACH % 

Option 1L. Bed delete(cab and chassis with spare wheel and tire, and no receiver hitch) EACH % (Deduct) 

Option lM.l Mounted 8' platform body meeting Specification E1320SRW EACH % 

MAKE MODEL 

Option 1M.2 Mounted 8' aluminum platform body meeting Specification E1320SRW 
(Minimum 1" aluminum extruded floor instead of steel) 

EACH % 

MAKE MODEL 

Option IN. Permanently installed bulkhead to fit truck application 
(Minimum requirement to top of cab) 

EACH % 

Option 10. Mounted standard utility tool body. EACH % 

Acceptable makes and models are: 
Knapeheide 6965 Stahl CHALLENGER I1 96VVS - 48.5 
Reading Classic I1 98A S.W. RKI -L5680 
Omaha 96V RKI L5780 (for Dodge) 

Body to include flush mounted LED tail, stop, turn, backup and clearance 
lights as required per FMVSS 108 standards. Unit must include a tread 
plate step bumper with pintle hook recess 

MAKE MODEL 

Option 1P. Utility tool body 3 section, tempered steel telescopic sliding roof and two- 
piece rigid aluminum end gate cover to protect cargo area from weather 
and theft. 

EACH % 

Option 1Q. Heavy duty, Class V (2-112" square tube) receiver trailer hitch. 
Includes an adapter to reduce to 2" (Class IIVIV) and a seven-wire 
RV style trailer plug (needed if ordering bed delete) 

EACH % 

Please indicate below the percent (%) discount off Manufacturer's Suggested Retail Prices (MSRP) for all vehicle options 
available in your data book or  pricing guides. 

% discount off MSRP for all Data Book or Pricing Guide Options: - % Discount 

Delivery will be made approximately days after receipt of order. 
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ITEM # 2 - New standard equipped 2014 or Newer Model 2WD Extended Cab ?4 Ton Pickup. 

ACCEPTABLE MAKES AND MODELS: 

Standard Ford F-250 with 158 " Wheelbase, Cab to Axle 56" 

Standard Chevrolet 2500 with 158" Wheelbase, Cab to Axle 56" 

Standard Dodge 2500 with 168" Wheelbase, Cab to Axle 56" 

*This item number is not recommended for a plow* 

All units bid must contain the following options: 
1. Standard, minimum V8 fuel-injected gasoline engine (Size Horsepower ) 
2. Manufacturer's standard rear end axle ratio (Ratio: ) 
3. Automatic Transmission (Speeds ) 
4. Air conditioning 
5. LH & RH manual mirrors 
6. Tires:(4) manufacturer's standard all season, plus full size spare and wheel (Size 	 ) 
7. Minimum 8,600 lbs. GVWR 
8. Heavy-duty (Type 111) trailer package to include receiver hitch 
9. 8' Bed 
10. Brakes, 4-wheel anti-lock braking system (ABS) 
1 1. Speed control and tilt wheel 
12. Rubber Flooring 
13. Vinyl seats 

DEALER COMPLETE: 

2014 MAKE MODEL GVWR EACH $ 

GAS MPG: CITY HWY FUEL CAPACITY OIL CAPACITY 

IS THIS ENGINE E-85 COMPATIBLE? IF SO WHAT IS E-85 MPG: CITY HWY 

BUMPER TO BUMPER WARRANTY 

POWERTRAIN WARRANTY 

EXTENDED WARRANTY 

OPTIONAL EOUIPMENT PRICES, Item # 2 

Indicate the additional cost or deduction for the below listed options, which should include all required options and special 

equipment. 


Option 2A. Heavy-duty manual transmission in lieu of automatic transmission EACH $ 


Option 2B. Exterior color to be Federal Standard #595B "Highway Yellow" EACH $ 


Option 2C. Standard diesel engine in lieu of gasoline engine (state sizehorsepower) EACH $ 


SIZE 	 HORSEPOWER 

Option 2D. 	 CNG engine in lieu of gasoline engine (provide the following information) EACH $ 

ENGINE: SIZE HP- MAKE MODEL 

TRANSMISSION: MAKE MODEL 

CNG TANK: DGE CAPACITY TANK LOCATION 

Option 2E. 2 Full length cab steps or running boards. SET % 
(One on drivers side, one on passenger side) 
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Option 2F. Power windows and power door locks EACH $ 

Option 2G. Bluetooth Capability EACH $ 

Option 2H. Optional Rear Axle Ratio Axle Ratio EACH $ 

Option 21. Limited Slip Rear Axle Axle Ratio EACH $ 

Option 25. 6 ?4foot bed in lieu of 8 foot bed EACH $ (Deduct) 

Option 2K. Commercial grade spray on bed lining to be applied on floors, sides, 
front, tailgate and top of rail. 

EACH $ 

Option 2L. Electric Trailer Brake Controller EACH $ 

Option 2M. Bed delete(cab and chassis with spare wheel and tire, and no receiver hitch) EACH $ (Deduct) 

Option 2N.1 Mounted 8' platform body meeting Specification E1320SRW EACH $ 

MAKE MODEL 

Option 2N.2 Mounted 8' aluminum platform body meeting Specification E1320SRW 
(Minimum 1"aluminum extruded floor instead of steel) 

EACH $ 

MAKE MODEL 

Option 20. Permanently installed bulkhead to fit truck application 
(Minimum requirement to top of cab) 

EACH $ 

Option 2P. Mounted standard utility tool body. EACH $ 

Acceptable makes and models are: 

Knapeheide 6965 
Reading Classic I1 98A S.W. 
Omaha 96V 

Stahl CHALLENGER I1 96VVS - 48.5 
RKI -L5680 
RKI L5780 (for Dodge) 

Body to include flush mounted LED tail, stop, turn, backup and clearance 
lights as required per FMVSS 108 standards. Unit must include a tread 
plate step bumper with pintle hook recess 

MAKE MODEL 

Option 2Q. Utility tool body 3 section, tempered steel telescopic sliding roof and two- 
piece rigid aluminum end gate cover to protect cargo area from weather 
and theft 

EACH $ 

Option 2R. Heavy duty, Class V (2-112" square tube) receiver trailer hitch. 
Includes an adapter to reduce to 2" (Class IIUIV) and a seven-wire 
RV style trailer plug (needed if ordering bed delete, Option 2M) 

EACH $ 

Please indicate below the percent (%) discount off Manufacturer's Suggested Retail Prices (MSRP) for all vehicle options available in 
your data book or pricing guides. 

% discount off MSRPfor all Data Book or Pricing Guide Options: - % Discount 

Delivery will be made approximately days after receipt of order. 
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ITEM # 3 -New standard equipped 2014 or Newer Model 2WD Crew Cab % Ton Pickup. 

ACCEPTABLE MAKES AND MODELS: 

Standard Ford F-250 with 172 " Wheelbase, Cab to Axle 56'' 

Standard Chewolet 2500 with 172" Wheelbase, Cab to Axle 56" 

Standard Dodge 2500 with 168" Wheelbase, Cab to Axle 56" 

*This item number is not recommended for a plow* 

All units bid must contain the following options: 
1. Standard, minimum V8 fuel-injected gasoline engine (Size Horsepower ) 
2. Manufacturer's standard rear end axle ratio (Ratio: ) 
3. Automatic Transmission (Speeds ) 
4. Air conditioning 
5. LH & RH manual mirrors 
6. Tires:(4) manufacturer's standard all season, plus f i l l  size spare and wheel (Size ) 
7. Minimum 8,600 lbs. GVWR 
8. Heavy-duty (Type 111) trailer package to include receiver hitch 
9. 8' Bed 
10. Brakes, 4-wheel anti-lock braking system (ABS) 
1 1. Speed control and tilt wheel 
12. Rubber Flooring 
13. Vinyl seats 
14. 3 sets of keys 

DEALER COMPLETE: 

2014 MAKE MODEL GVWR EACH % 

GAS MPG: CITY HWY FUEL CAPACITY OIL CAPACITY 

IS THIS ENGINE E-85 COMPATIBLE? IF SO WHAT IS E-85 MPG: CITY HWY 

BUMPER TO BUMPER WARRANTY 

POWERTRAIN WARRANTY 

EXTENDED WARRANTY 

OPTIONAL EOUIPMENT PRICES, Item # 3 
Indicate the additional cost or deduction for the below listed options, which should include all required options and special 
equipment. 

Option 3A. Heavy-duty manual transmission in lieu of automatic transmission EACH $ 

Option 3B. Exterior color to be Federal Standard #595B"Highway Yellow" EACH % 

Option 3C. Standard diesel engine in lieu of gasoline engine (state size and horsepower) 

SIZE HORSEPOWER EACH % 

Option 3D. CNG engine in lieu of gasoline engine (provide the following information) EACH $ 

ENGINE: SIZE HP- MAKE MODEL 

TRANSMISSION: MAKE MODEL 

CNG TANK: DGE CAPACITY TANK LOCATION 

Option 3E. 2 Full length cab steps or running boards. SET % 
(One on drivers side, one on passenger side) 
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Option 3F. Power windows and power door locks EACH $ 

Option 3G. Bluetooth Capability EACH % 

Option 3H. Optional Rear Axle Ratio Axle Ratio EACH % 

Option 31. Limited Slip Rear Axle Axle Ratio EACH $ 

Option 35. 6 ?4foot bed in lieu of 8 foot bed EACH % (Deduct) 

Option 3K. Commercial grade spray on bed Lining to be applied on floors, 
sides, front, tailgate and top of rail. 

EACH $ 

Option 3L. Electric Trailer Brake Controller EACH $ 

Option 3M. Bed delete(cab and chassis with spare wheel and tire, and no receiver hitch) EACH % (Deduct) 

Option 3N.1 Mounted 8' platform body meeting Specification E1320SRW EACH % 

MAKE MODEL 

Option 3N.2 Mounted 8' aluminum platform body meeting Specification E1320SRW 
(Minimum 1" aluminum extruded floor instead of steel) 

EACH $ 

MAKE MODEL 

Option 30 .  Permanently installed bulkhead to fit truck application 
(Minimum requirement to top of cab) 

EACH $ 

Option 3P. Mounted standard utility tool body. EACH $ 

Acceptable makes and models are: 
Knapeheide 6965 Stahl CHALLENGER I1 96VVS - 48.5 
Reading Classic I1 98A S.W. RKI -L5680 
Omaha 96V RKI L5780 (for Dodge) 

Body to include flush mounted LED tail, stop, turn, backup and clearance 
lights as required per FMVSS 108 standards. Unit must include a tread 
plate step bumper with pintle hook recess 

MAKE MODEL 

Option 3Q. Utility tool body 3 section, tempered steel telescopic sliding roof 
and two-piece rigid aluminum end gate cover to protect cargo area 
from weather and theft 

EACH $ 

Option 3R. Heavy duty, Class V (2-112'' square tube) receiver trailer hitch. 
Includes an adapter to reduce to 2" (Class I I W )  and a seven-wire 
RV style trailer plug (needed if ordering bed delete, Option 3M) 

EACH $ 

Please indicate below the percent (%) discount off Manufacturer's Suggested Retail Prices (MSRP) for all vehicle options available in 
your data book or pricing guides. 

% discount off MSRP for all Data Book or Pricing Guide Options: - % Discount 

Delivery will be made approximately days after receipt of order. 
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ITEM # 4 - New standard equipped 2014 or Newer Model 4WD Regular Cab W Ton Pickup. 

ACCEPTABLE MAKES AND MODELS: 

Standard Ford F-250 with 137 "Wheelbase, Cab to Axle 56" 

Standard Chevrolet 2500 with 133" Wheelbase, Cab to Axle 56" 

Standard Dodge 2500 with 140" Wheelbase, Cab to Axle 56" 


All units bid must contain the following options: 
1. Standard, minimum V8 hel-injected gasoline engine (Size Horsepower ) 
2. Manufacturer's standard rear end axle ratio (Ratio: ) 
3. Automatic Transmission ( S p e e d s A  
4. Air conditioning 
5. LH & RH manual mirrors 
6. Tires:(4) manufacturer's standard all season, plus hll size spare and wheel (Size 	 ) 
7. Minimum 8,600 lbs. GVWR 
8. Heavy-duty (Type 111) trailer package to include receiver hitch 
9. 8' Bed 
10. Brakes, 4-wheel anti-lock braking system (ABS) 
11. Speed control and tilt wheel 
12. Rubber Flooring 
13. Vinyl seats 
14. 3 sets of keys 

DEALER COMPLETE: 

2014 MAKE MODEL GVWR EACH $ 

GAS MPG: CITY HWY FUEL CAPACITY OIL CAPACITY 

IS THIS ENGINE E-85 COMPATIBLE? IF SO WHAT IS E-85 MPG: CITY HWY 

BUMPER TO BUMPER WARRANTY 

POWERTRAIN WARRANTY 

EXTENDED WARRANTY 

OPTIONAL EOUIPMENT PRICES. Item # 4 
Indicate the additional cost or deduction for the below listed options, which should include all required options and special 
equipment. 

Option 4A. Heavy-duty manual transmission in lieu of automatic transmission EACH $ 

Option 4B. Exterior color to be Federal Standard #595B "Highway Yellown EACH $ 

Option 4C. Standard diesel engine in lieu of gasoline engine EACH $ 
(State size and horsepower) 


SIZE HORSEPOWER 


Option 4D. 	 CNG engine in lieu of gasoline engine (provide the following information) EACH $ 

ENGINE: SIZE HP- MAKE MODEL 

TRANSMISSION: MAKE MODEL 

CNG TANK: DGE CAPACITY TANK LOCATION 

Option 4E. 2 Full length cab steps or running boards. SET $ 
(One on drivers side, one on passenger side) 
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Option 4F. Power windows and power door locks EACH $ 

Option 4G. Bluetooth Capability EACH $ 

Option 4H. Optional Rear Axle Ratio Axle Ratio EACH % 

Option 41. Limited Slip Rear Axle Axle Ratio EACH $ 

Option 45. Commercial grade spray on bed lining to be applied on floors, 
sides, front, tailgate and top of rail. 

EACH % 

Option 4K. Electric Trailer Brake Controller EACH $ 

Option 4L. Bed delete(cab and chassis with spare wheel and tire, and no receiver hitch) EACH $ (Deduct) 

Option 4M.1 Mounted 8' platform body meeting Specification E1320SRW EACH $ 

MAKE MODEL 

Option 4M.2 Mounted 8' aluminum platform body meeting Specification E1320SRW 
(Minimum 1" aluminum extruded floor instead of steel) 

EACH % 

MAKE MODEL 

Option 4N. Permanently installed bulkhead to fit truck application 
(Minimum requirement to top of cab) 

EACH % 

Option 40 .  Mounted standard utility tool body. EACH % 
Acceptable makes and models are: 

Knapeheide 6965 Stahl CHALLENGER I1 96VVS - 48.5 
Reading Classic I1 98A S.W. RKI -L5680 
Omaha 96V RKI L5780 (for Dodge) 

Body to include flush mounted LED tail, stop, turn, backup and clearance 
lights as required per FMVSS 108 standards. Unit must include a tread 
plate step bumper with pintle hook recess 

MAKE MODEL 

Option 4P. Utility tool body 3 section, tempered steel telescopic sliding roof and two- 
piece rigid aluminum endgate cover to protect cargo area from weather 
and theft 

EACH $ 

Option 4Q. Heavy duty, Class V (2-112" square tube) receiver trailer hitch. 
Includes an adapter to reduce to 2" (Class IIILV) and a seven-wire 
RV style trailer plug (needed if ordering bed delete, Option 4L) 

EACH $ 

Please indicate below the percent (%) discount off Manufacturer's Suggested Retail Prices (MSRP) for all vehicle options available in 
your data book or pricing guides. 

% dkcount off MSRP for all Data Book or Pricing Guide Options: - % Discount 

Delivery will be made approximately days after receipt of order. 
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ITEM #5 - New standard equipped 2014 or Newer Model 4WD Extended Cab % Ton Pickup. 

ACCEPTABLE MAKES AND MODELS: 

Standard Ford F-250 with 158 "Wheelbase, Cab to Axle 56" 

Standard Chevrolet 2500 with 158" Wheelbase, Cab to Axle 56" 

Standard Dodge 2500 with 168" Wheelbase, Cab to Axle 56" 


All units bid must contain the following options: 
1. Standard, minimum V8 hel-injected gasoline engine (Size Horsepower ) 
2. Manufacturer's standard rear end axle ratio (Ratio: ) 
3. Automatic Transmission (Speeds ) 
4. Air conditioning 
5. LH & RH manual mirrors 
6. Tires:(4) manufacturer's standard all season, plus full size spare and wheel (Size 	 ) 
7. Minimum 8,600 lbs. GVWR 
8. Heavy-duty (Type 111) trailer package to include receiver hitch 
9. 8' Bed 
10. Brakes, 4-wheel anti-lock braking system (ABS) 
1 1. Speed control and tilt wheel 
12. Rubber Flooring 
13. Vinyl seats 
14. 3 sets of keys 

DEALER COMPLETE: 

2014 MAKE MODEL GVWR EACH $ 

GAS MPG: CITY HWY FUEL CAPACITY OIL CAPACITY 

IS THIS ENGINE E-85 COMPATIBLE? IF SO WHAT IS E-85 MPG: CITY HWY 

BUMPER TO BUMPER WARRANTY 

POWERTRAIN WARRANTY 

EXTENDEDWARRANTY 

OPTIONAL EQUIPMENT PRICES, Item # 5 

Indicate the additional cost or deduction for the below listed options, which should include all required options and special 

equipment. 


Option 5A. Heavy-duty manual transmission in lieu of automatic transmission EACH % 


Option 5B. Exterior color to be Federal Standard #595B "Highway Yellow" EACH % 


Option 5C. Standard diesel engine in lieu of gasoline engine (state sizehorsepower) EACH % 


SIZE 	 HORSEPOWER 

Option 5D. 	 CNG engine in lieu of gasoline engine (provide the following information) EACH % 

ENGINE: SIZE HP- MAKE MODEL 

TRANSMISSION: MAKE MODEL 

CNG TANK: DGE CAPACITY TANK LOCATION 

Option 5E. 2 Full length cab steps o r  running boards. SET % 
(One on drivers side, one on passenger side) 
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Option SF. Power windows and power door locks EACH $ 

Option 5G. Optional Rear Axle Ratio Axle Ratio EACH $ 

Option 5H. Limited Slip Rear Axle Axle Ratio EACH $ 

Option 51. 6 % foot bed in lieu of 8 foot bed EACH % (Deduct) 

Option 55. Commercial grade spray on bed lining to be applied on floors, 
sides, front, tailgate and top of rail. 

EACH $ 

Option 5K. Electric Trailer Brake Controller EACH % 

Option 5L. Bluetooth Capability EACH % 

Option 5M. Bed delete(cab and chassis with spare wheel and tire, and no receiver hitch) EACH $ (Deduct) 

Option 5N.1 Mounted 8' platform body meeting Specification E1320SRW EACH $ 

MAKE MODEL 

Option 5N.2 Mounted 8' aluminum platform body meeting Specification E1320SRW 
(Minimum 1" aluminum extruded floor instead of steel) 

EACH $ 

MAKE MODEL 

Option 50 .  Permanently installed bulkhead to fit truck application 
(minimum requirement to top of cab) 

EACH % 

Option 5P. Mounted standard utility tool body. EACH $ 

Acceptable makes and models are: 
Knapeheide 6965 Stahl CHALLENGER I1 96VVS - 48.5 
Reading Classic I1 98A S.W. RKI -L5680 
Omaha 96V RKI L5780 (for Dodge) 

Body to include flush mounted LED tail, stop, turn, backup and clearance 
lights as required per FMVSS 108 standards. Unit must include a 
tread plate step bumper with pintle hook recess 

MAKE MODEL 

Option 5Q. Utility tool body 3 section, tempered steel telescopic sliding roof and two- 
piece rigid aluminum endgate cover to protect cargo area from weather 
and theft 

EACH % 

Option 5R. Heavy duty, Class V (2-112'' square tube) receiver trailer hitch. 
Includes an adapter to reduce to 2" (Class I I W )  and a seven-wire 
RV style trailer plug (needed if ordering bed delete, Option 5M) 

EACH $ 

Please indicate below the percent (%) discount off Manufacturer's Suggested Retail Prices (MSRP) for all vehicle options available in 
your data book or pricing guides. 

% discount off MSRPfor all Data Book or Pricing Guide Options: - % Discount 

Delivery will be made approximately days after receipt of order. 
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ITEM # 6 - New standard equipped 2014 or Newer Model 4WD Crew Cab ?4 Ton Pickup. 

ACCEPTABLE MAKES AND MODELS: 

Standard Ford F-250 with 172 " Wheelbase, Cab to Axle 56" 

Standard Chevrolet 2500 with 167" Wheelbase, Cab to Axle 56" 

Standard Dodge 2500 with 168" Wheelbase, Cab to Axle 56" 


All units bid must contain the following options: 
1. Standard, minimum V8 fuel-injected gasoline engine (Size Horsepower ) 
2. Manufacturer's standard rear end axle ratio (Ratio: ) 
3. Automatic Transmission (Speeds ) 
4. Air conditioning 
5. LH & RH manual mirrors 
6. Tires:(4) manufacturer's standard all season, plus full size spare and wheel (Size 	 ) 
7. Minimum 8,600 lbs. GVWR 
8. Heavy-duty (Type 111) trailer package to include receiver hitch 
9. 8' Bed 
10. Brakes, 4-wheel anti-lock braking system (ABS) 
11. Speed control and tilt wheel 
12. Rubber Flooring 
13. Vinyl seats 
14. 3 sets of keys 

DEALER COMPLETE: 

2014 MAKE MODEL GVWR EACH $ 

GAS MPG: CITY HWY FUEL CAPACITY OIL CAPACITY 

IS THIS ENGINE E-85 COMPATIBLE? IF SO WHAT IS E-85 MPG: CITY HWY 

BUMPER TO BUMPER WARRANTY 

PO WERTRAIN WARRANTY 

EXTENDED WARRANTY 

OPTIONAL EQUIPMENT PRICES. Item # 6 
Indicate the additional cost or deduction for the below listed options, which should include all required options and special 
equipment. 

Option 6A. Heavy-duty manual transmission in lieu of automatic transmission EACH $ 

Option 6B. Exterior color to be Federal Standard #595B "Highway Yellow" EACH % 

Option 6C. Standard diesel engine in lieu of gasoline engine (state size/horsepower) EACH $ 

SIZE 	 HORSEPOWER 

Option 6D. 	 CNG engine in lieu of gasoline engine (provide the following information) EACH % 

ENGINE: SIZE HP- MAKE MODEL 

TRANSMISSION: MAKE MODEL 

CNG TANK: DGE CAPACITY TANK LOCATION 

Option 6E. 2 Full length cab steps or running boards. SET $ 
(One on drivers side, one on passenger side) 
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Option 6E. 

Option 6F. 

Option 6G. 

Option 6H. 

Option 61. 

Option 65. 

Option 6K. 

Option 6L. 

Option 6M.1 

Option 6M.2 

Option 6N. 

Option 60. 

Option 6P. 

Option 6Q. 

Power windows and power door locks EACH % 

Bluetooth Capability EACH $ 

Optional Rear Axle Ratio Axle Ratio EACH $ 

Limited Slip Rear Axle Axle Ratio EACH % 

6 % foot bed in lieu of 8 foot bed EACH % (Deduct) 

Commercial grade spray on bed lining to be applied on floors, 
sides, front, tailgate and top of rail. 

EACH $ 

Electric Trailer Brake Controller EACH % 

Bed delete(cab and chassis with spare wheel and tire, and no receiver hitch) EACH % (Deduct) 

Mounted 8' platform body meeting Specification E1320SRW 

MAKE MODEL 

Mounted 8' aluminum platform body meeting Specification El32OSRW 
(Minimum 1" aluminum extruded floor instead of steel) 

MAKE MODEL 

Permanently installed bulkhead to fit truck application 
(Minimum requirement to top of cab) 

Mounted standard utility tool body. 

Acceptable makes and models are: 
Knapeheide 6965 Stahl CHALLENGER I1 96VVS 
Reading Classic I1 98A S.W. RKI -L5680 
Omaha 96V RKI L5780 (for Dodge) 

Body to include flush mounted LED tail, stop, turn, backup and clearance 
lights as required per FMVSS 108 standards. Unit must include a 
tread plate step bumper with pintle hook recess 

MAKE MODEL 

Utility tool body 3 section, tempered steel telescopic sliding roof and two- 
piece rigid aluminum endgate cover to protect cargo area from weather 
and theft 

Heavy duty, Class V (2-112" square tube) receiver trailer hitch. 
Includes an adapter to reduce to 2" (Class III/IV) and a seven-wire 
RV style trailer plug (needed if ordering bed delete, Option 6K) 

EACH $ 

EACH % 

EACH % 


EACH $ 


- 48.5 

EACH $ 

EACH % 

Please indicate below the percent (%) discount off Manufacturer's Suggested Retail Prices (MSRP) for all vehicle options available in 
your data book or pricing guides. 

% discount off MSRPfor all Data Book or Pricing Guide Options: - % Discount 

Delivery will be made approximately days after receipt of order. 
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ITEM # 7 - New standard equipped 2014 or Newer Model 2WD Regular Cab 1 Ton Pickup with Dual Rear Wheels. 

ACCEPTABLE MAKES AND MODELS: 

Standard Ford F-350 with 137 " Wheelbase, Cab to Axle 56" 

Standard Chevrolet 3500 with 133" Wheelbase, Cab to Axle 56" 

Standard Dodge 3500 with 140" Wheelbase, Cab to Axle 56" 

"This item number is not recommended for a plow* 

All units bid must contain the following options: 
1. Standard, minimum V8 fuel-injected gasoline engine (Size Horsepower ) 
2. Manufacturer's standard rear end axle ratio (Ratio: j 
3. Automatic Transmission ( S p e e d s 2  
4. Air conditioning 
5. LH & RH manual mirrors 
6. Tires:(4) manufacturer's standard all season, plus full size spare and wheel (  S i z e A 
7. Minimum 11,000 Ibs. GVWR 
8. Heavy-duty (Type 111) trailer package to include receiver hitch 
9. 8' Bed 
10. Brakes, 4-wheel anti-lock braking system (ABS) 
1 1. Speed control and tilt wheel 
12. Rubber Flooring 
13. Vinyl seats 
14. 3 sets of keys 

DEALER COMPLETE: 

2014 MAKE 	 MODEL GVWR EACH $ 

GAS MPG: CITY HWY 

FUEL CAPACITY FUEL CAPACITY (2) 	 OIL CAPACITY 

IS THIS ENGINE E-85 COMPATIBLE? IF SO WHAT IS E-85 MPG: CITY HWY 

BUMPER TO BUMPER WARRANTY 

POWERTRAIN WARRANTY 

EXTENDED WARRANTY 

OPTIONAL EOUIPMENT PRICES, Item # 7 
Indicate the additional cost or deduction for the below listed options, which should include all required options and special 
equipment. 

Option 7A. 	 Heavy-duty manual transmission in lieu of automatic transmission EACH $ 

Option 7B. 	 Exterior color to be Federal Standard #595B "Highway Yellow" EACH $ 

Option 7C. 	 Standard diesel engine in Lieu of gasoline engine EACH $ 
(State size and horsepower) 

SIZE 	 HORSEPOWER 

Option 7D. 	 CNG engine in lieu of gasoline engine (provide the following information) EACH $ 

ENGINE: SIZE HP- MAKE 	 MODEL 

TRANSMISSION: MAKE 	 MODEL 

CNG TANK: 	 DGE CAPACITY TANK LOCATION 
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Option 7E. 2 Full length cab steps or running boards. SET $ 
(One on drivers side, one on passenger side) 

Option 7F. Power windows and power door locks EACH $ 

Option 7G. Optional Rear Axle Ratio Axle Ratio EACH $ 

Option 7H. Limited Slip Rear Axle Axle Ratio EACH $ 

Option 71. Option for Single Rear Wheels (SRW) in lieu of Dual Rear Wheels EACH $ 

Option 75. Commercial grade spray on bed lining to be applied on floors, EACH $ 
sides, front, tailgate and top of rail. 

Option 7K. Electric Trailer Brake Controller EACH $ 

Option 7L. Bluetooth Capability EACH $ 

Please indicate below the percent (%) discount off Manufacturer's Suggested Retail Prices (MSRP) for all vehicle options available in 
your data book or pricing guides. 

% discount off MSRPfor all Data Book or Pricing Guide Options: - % Discount 

Delivery will be made approximately days after receipt of order. 
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ITEM # 8 - New standard equipped 2014 or Newer Model 4WD R e ~ u l a r  Cab 1Ton Pickup with Dual Rear Wheels. 

ACCEPTABLE MAKES AND MODELS: 

Standard Ford F-350 with 137 " Wheelbase, Cab to Axle 56" 

Standard Chevrolet 3500 with 133'' Wheelbase, Cab to Axle 56'' 

Standard Dodge 3500 with 140" Wheelbase, Cab to Axle 56" 


All units bid must contain the following options: 
1. Standard, minimum V8 hel-injected gasoline engine (Size Horsepower ) 
2. Manufacturer's standard rear end axle ratio (Ratio: / 
3. Automatic Transmission (Speeds ) 
4. Air conditioning 
5. LH & RH manual mirrors 
6. Tires:(4) manufacturer's standard all season, plus h l l  size spare and wheel (Size 	 ) 
7. Minimum 1 1,000 lbs. GVWR 
8. Heavy-duty (Type 111) trailer package to include receiver hitch 
9. 8' Bed 
10. Brakes, 4-wheel anti-lock braking system (ABS) 
1 1. Speed control and tilt wheel 
12. Rubber Flooring 
13. Vinyl seats 
14. 3 sets of keys 

DEALER COMPLETE: 

2014 MAKE MODEL GVWR EACH $ 

GAS MPG: CITY HWY 

FUEL CAPACITY FUEL CAPACITY (2) OIL CAPACITY 

IS THIS ENGINE E-85 COMPATIBLE? IF SO WHAT IS E-85 MPG: CITY HWY 

BUMPER TO BUMPER WARRANTY 

POWERTRAIN WARRANTY 

EXTENDED WARRANTY 

OPTIONAL EOUIPMENT PRICES, Item # 8 

Indicate the additional cost or deduction for the below listed options, which should include all required options and special 

equipment. 


Option 8A. Heavy-duty manual transmission in lieu of automatic transmission EACH $ 


Option 8B. Exterior color to be Federal Standard #595B "Highway Yellow" EACH $ 


Option 8C. Standard diesel engine in lieu of gasoline engine EACH $ 

(state size and horsepower) 


SIZE HORSEPOWER 


Option 8D. 	 CNG engine in lieu of gasoline engine (provide the following information) EACH $ 

ENGINE: SIZE HP- MAKE. MODEL 

TRANSMISSION: MAKE MODEL 

CNG TANK: DGE CAPACITY TANK LOCATION 
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Option 8E. 2 Full length cab steps or running boards. SET % 
(One on drivers side, one on passenger side) 

Option 8F. Power windows and power door locks EACH % 

Option 8G. Optional Rear Axle Ratio Axle Ratio EACH % 

Option 8H. Limited Slip Rear Axle Axle Ratio EACH % 

Option 81. Option for Single Rear Wheels (SRW) in lieu of Dual Rear Wheels EACH $ 

Option 8J. Commercial grade spray on bed lining to be applied on floors, EACH $ 
sides, front, tailgate and top of rail. 

Option 8K. Electric Trailer Brake Controller EACH % 

Option 8L. Bluetooth Capability EACH % 

Please indicate below the percent (%) discount off Manufacturer's Suggested Retail Prices (MSRP) for all vehicle options available in 
your data book or pricing guides. 

% discount off MSRP for all Data Book or Pricing Guide Options: - % Discount 

Delivery will be made approximately days after receipt of order. 
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ITEM # 9 - New standard equipped 2014 or Newer Model 1Ton 2WD Regular Chassis-Cab with DRW and 60'' CA 

ACCEPTABLE MAKES AND MODELS: 

Standard Ford F-350 with 141" Wheelbase Cab Axle 60" 

Standard Chevrolet 3500HDlGMC 3500HD 137" Wheelbase Cab Axle 60" 

Standard Dodge 3500 143" Wheelbase Cab Axle 60" 

*This item number is not recommended for a plow* 

All units bid must contain the following options: 
1. Standard, diesel engine with the highest cooling capacity Size Horsepower ) 
2. Manufacturer's standard rear end axle ratio (Ratio: ) 
3. Automatic transmission (Speeds ) 
4. Air conditioning 
5. LH & RH manual mirrors 
6. Tires:(4) manufacturer's standard all season, plus full size spare and wheel (Size 	 ) 
7. Minimum GVWR 11,000 lb 
8. Brakes, 4-wheel anti-lock braking system (ABS) 
9. Speed control and tilt wheel 
10. Rubber flooring 
11. Back up alarm 
12. Vinyl seats 
13. 3 sets of keys 

DEALER COMPLETE IN DETAIL: 

2014 MAKE 	 MODEL GVWR EACH % 

GAS MPG: CITY HWY 

FUEL CAPACITY FUEL CAPACITY (2) 	 OIL CAPACITY 

BUMPER TO BUMPER WARRANTY 

PO WERTRAIN WARRANTY 

EXTENDED WARRANTY 

OPTIONAL EOUIPMENT PRICES. Item # 9 
Indicate the additional cost or deduction for the below listed options. Price should include all required options and special 
equipment. 

Option 9A.l 	 Mounted 9' platform body meeting Specification E1320DRW EACH $ 

MAKE 	 MODEL 

Option 9A.2 	 Mounted aluminum 9' platform body meeting Specification E1320DRW EACH $ 
(Minimum 1114" aluminum extruded floor instead of steel) 

MAKE 	 MODEL 

Option 9B.1 	 Mounted 9' platform dump body meeting Specification El327 EACH $ 

MAKE 	 MODEL 

Option 9B.2 	 Mounted aluminum 9' platform dump body meeting Specification El327 EACH $ 
(Minimum 1114" aluminum extruded floor instead of steel) 

MAKE 	 MODEL 
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Option 9C.1 

Option 9C.2 

Option 9D. 


Option 9E. 


Option 9F. 


Option 9G. 


Option 9H. 


Option 91. 


Option 9J. 


Option 9K. 


Option 9L. 


Option 9M. 
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Mounted 9' dump body meeting Specification El335 

MAKE MODEL 

Mounted 9' aluminum dump body meeting Specification E1335-ALUM 

MAKE MODEL 

Permanently installed bulkhead to fit truck application 
(Minimum requirement to top of cab) 

Provide live hydraulics with under hood clutch pump. Pump shall be cast iron 
design capable of 3500 PSI; aluminum pumps will not be accepted. Reservoir shall 
be 7 gallon with filtered breather cap, suction strainer, sight gauge and in tank 
return fdter rated to 25 GPM. Valve shall be cable operated. Control valve must 
have a main relief and a relief for the hoist down function. 

This shall control the hoist only. 


Provide hydraulics and controls l2VDC activated for dump hoist only 


Mounted standard utility tool body 


Acceptable makes and models are: 

Knapeheide 6108D54J, Stahl CHALLENGER I1 108VVD- 54, 
Reading CLASSIC I1 lO8A D.W. RKI L60DW94. 
Omaha 108D54V, 

Body to include flush mounted LED tail, stop, turn,backup and clearance lights 
as required per FMVSS 108 standards. Unit must include a tread plate step 
bumper with pintle hook recess. 

MAKE MODEL 

Six - 2" deep full width 250 Ib. capacity, free-sliding tool drawers mounted 
approximately 1%" from top of compartment with approximately 2 %" 
between trays in lieu of two shelves and dividers in one of the full height 
vertical compartment. 

Two full length 250 Ibs. capacity free sliding tool trays with metal dividers 
with slots on 4" centers with first tray mounted 5 % " from bottom of 
compartment with approximately 1%" between trays with second tray 
mounted above first in lieu of shelf and dividers in one of the horizontal 
compartments. 

Flip top for Utility Body: Top of compartment opens for storage. 
Can be either side or  both sides. Telescopic roof and crane mounting kit 
will impact flip top application. Latch is located in center horizontal 
compartment. 

One - double bottle gas drop well and retainers in lieu of three shelves 
and dividers in one of the full height vertical compartments, maintaining 
an interior height of 48". 

Minimum 25" high panel extension cover with minimum 42" locking rear 
doors which will provide a minimum 48" interior height for storage and 
work area (Canopy Roof Style). 

Body to have 3 section, tempered steel telescopic sliding roof and two piece, 
rigid aluminum, end gate cover to protect cargo area from weather and theft. 
A mechanical type seal will be placed on the telescopic sliding roof and end 
gate cover. 

EACH $ 

EACH $ 

EACH $ 


EACH % 


EACH $ 


EACH $ 


EACH $ 


EACH $ 


EACH $ 


EACH $ 


EACH % 


EACH $ 



Option 9N. Raise Telescopic Roof to get 36" clearance for the above option. EACH % 

Option 90 .  Crane mount reinforced rigidly while maintaining full compartment space EACH $ 
on top rear corner of body either left or right for a 3500 Ibs. capacity crane 
(with no mounting holes or bolt holes, we will drill to suit ourselves) 

Option 9P. Commercial grade spray on bed lining to be applied in the cargo area of the EACH % 
utility body, to include floor, sides tailgate, front, and horizontal surface of bumper 

Option 9Q. Heavy-duty 5 or 6 speed manual transmission in lieu of automatic transmission EACH $ 

Option 9R. Heavy - duty, Class V (2-1L2 " square tube) receiver trailer hitch. EACH $ 
Includes an adapter to reduce to 2" (Class IIIAV) and a seven-wire 
RV style trailer plug 

Option 9s. Exterior color to be Federal Standard #595B "Highway Yellow" EACH % 

Option 9T. Standard gasoline engine in lieu of diesel engine with the highest cooling cavacitv EACH $ 
(State size and horsepower) 

SIZE HORSEPOWER 

Option 9U. CNG engine in lieu of gasoline engine (provide the following information) EACH % 

ENGINE: SIZE- HP- MAKE MODEL 

TRANSMISSION: MAKE MODEL 

CNG TANK: DGE CAPACITY TANK LOCATION 

Option 9V. Automatic transmission power take-off provision EACH % 

Option 9W. 2 Full length cab steps o r  running boards. SET $ 
(One on drivers side, one on passenger side.) 

Option 9X. Optional Rear Axle Ratio Axle Ratio EACH $ 

Option 9Y. Limited Slip Rear Axle Axle Ratio EACH % 

Option 9Z. Electric Trailer Brake Controller EACH % 

Option 9A.4. Bluetooth Capability EACH % 

Please indicate below the percent (%) discount off Manufacturer's Suggested Retail Prices (MSRP) for all vehicle options available in 
your data book or pricing guides. 

% discount off MSRPfor all Data Book or Pricing Guide Options: - % Discount 

Delivery will be made approximately days after receipt of order. 
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ITEM # 10 - New standard equipped 2014 o r  Newer Model 1Ton 4WD Reaular Chassis-Cab with DRW and 60" CA 

ACCEPTABLE MAKES AND MODELS: 

Standard Ford F-350 with 141" Wheelbase Cab Axle 60" 

Standard Chevrolet 3500HDlGMC 3500HD 137" Wheelbase Cab Axle 60" 

Standard Dodge 3500 143" Wheelbase Cab Axle 60" 


All units bid must contain the following options: 
1. Standard, diesel engine with the hibest  cooling capacity Size Horsepower ) 
2. Manufacturer's standard rear end axle ratio (Ratio: ) 
3. Automatic transmission ( S p e e d s 2  
4. Air conditioning 
5. LH & RH manual mirrors 
6. Tires: (4) manufacturer's standard all season, plus full size spare and wheel (Size 	 ) 
7. Minimum GVWR 11,000 lb 
8. Brakes, 4-wheel anti-lock braking system (ABS) 
9. Speed control and tilt wheel 
10. Rubber flooring 
11. Back up alarm 
12. Vinyl seats 
13. 3 sets of keys 

DEALER COMPLETE IN DETAIL: 

2014 MAKE MODEL GVWR EACH % 

GAS MPG: CITY HWY 

FUEL CAPACITY FUEL CAPACITY (2) OIL CAPACITY 

BUMPER TO BUMPER WARRANTY 

POWERTRAIN WARRANTY 

EXTENDED WARRANTY 

OPTIONAL EOUIPMENT PRICES, Item # 10 

Indicate the additional cost or deduction for the below listed options. Price should include all required options and special 

equipment. 


Option 10A.l Mounted 9' platform body meeting Specification E1320DRW EACH % 


MAKE 	 MODEL 

Option 10A.2 	 Mounted 9' aluminum platform body meeting Specification E1320DRW EACH % 
(Minimum 1114'' aluminum extruded floor instead of steel) 

MAKE MODEL 

Option 10B.l 	 Mounted 9' platform dump body meeting Specification El327 EACH % 

MAKE MODEL 

Option 10B.2 	 Mounted 9' aluminum platform dump body meeting Specification El327 EACH % 
(Minimum 1114" aluminum extruded floor instead of steel) 

MAKE MODEL 
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Option 10C.l 

Option 10C.2 

Option 10D. 


Option 10E. 


Option 10F. 


Option 10G. 


OptionlOH. 


Option 101. 


Option 10J. 


Option 10K. 


Option 10L. 
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Mounted 9' dump body meeting Specification El335 EACH % 

MAKE MODEL 

Mounted 9' aluminum dump body meeting Specification E1335-ALUM EACH % 

MAKE MODEL 

Permanently installed bulkhead to fit truck application (minimum requirement 
to top of cab) 

EACH % 

Provide live hydraulics with under hood clutch pump. Pump shall be cast iron 
design capable of 3500 PSI; aluminum pumps will not be accepted. Reservoir shall 
be 15 gallon with filtered breather cap, suction strainer, sight gauge and in tank 
return filter rated to 25 GPM. Control valve shall be 3 section mobile stack valve 

EACH % 

for hoist, plow and spreader. Valve shall be l2VDC activated capable of a minimum 

12 GPM and installed in a valve enclosure. Control valve must have a main relief 

and a relief for the hoist down function. The hoist, plow and spreader functions 

shall be controlled by a Certified Power Freedom 2.0 l2VDC control console with 

automated spreading for mounted dump body in specification El335 or mounted 

platform body in specification E1327. This package shall be capable of driving the 

auger, spinner motor in a salt spreader, and power to raise angle plow. All hoses 

shall be provided from front to rear of truck. 


Hydraulic system to run body, plow and spreader, hoist and plow controls to be EACH % 

manual cable controlled and the spreader control shall be a Certified Power 

Freedom 2.0 automated spreader control. The hydraulic system requirements 

shall match the 10E specifications. 


Provide hydraulics and controls l2VDC activated for dump hoist only EACH $ 

Mounted standard utility tool body EACH $ 
Acceptable makes and models are: 

Knapheide 6108D54J, Stahl CHALLENGER I1 108VVD- 54, 
Reading CLASSIC I1 108A D.W. RKI L60DW94. 
Omaha 108D54V, 

Body to include flush mounted LED tail, stop, turn, backup and clearance tights as 

required per FMVSS 108 standards. Unit must include a tread plate step 

bumper with pintle hook recess 


MAKE MODEL 


Six - 2" deep full width 250 Ib. capacity, free-sliding tool drawers mounted EACH $ 

approximately 1%" from top of compartment with approximately 2 %" 

between trays in lieu of two shelves and dividers in one of the full height 

vertical compartment 


Two full length 250 Ibs. capacity free sliding tool trays with metal dividers EACH % 

with slots on 4" centers with first tray mounted 5 ?4" from bottom of 

compartment with approximately 1%" between trays with second tray 

mounted above first in lieu of shelf and dividers in one of the horizontal 

compartments 


Flip top for Utility Body: Top of compartment opens for storage. Can be EACH % 

either side or both sides. Telescopic roof and crane mounting kit will impact 

flip top application. Latch is located in center horizontal compartment. 


One - double bottle gas drop well and retainers in lieu of three shelves EACH % 

and dividers in one of the full height vertical compartments, maintaining 

an interior height of 48" 




Option 10M. 	 Minimum 25" high panel extension cover with minimum 42" locking rear EACH % 
doors which will provide a minimum 48" interior height for storage and 
work area (Canopy roof style). 

Option ION. 	 Body to have 3 section, tempered steel telescopic sliding roof and two piece, EACH % 
rigid aluminum, end gate cover to protect cargo area from weather and theft. 
A mechanical type seal will be placed on the telescopic sliding roof and end 
gate cover 

Option 100. 	 Raise Telescopic Roof to get 36" clearance for the above option EACH % 

Option 10P. 	 Crane mount reinforced rigidly while maintaining full compartment space EACH % 
on top rear corner of body either left or right for a 3500 lbs. capacity crane 
(with no mounting holes or bolt holes, we will drill to suit ourselves) 

Option 10Q. 	 Commercial grade spray on bed lining to be applied in the cargo area of the EACH $ 
utility body, to include floor, sides tailgate, front, and horizontal surface of 
bumper 

Option 10R. 	 Heavy-duty 5 or 6 speed manual transmission in lieu of automatic transmission EACH % 

Option 10s. 	 Heavy - duty, Class V (2-lL? " square tube) receiver trailer hitch. Includes an EACH % 
adapter to reduce to 2" (Class IIIAV) and a seven-wire RV style trailer plug 

Option 10T. 	 Exterior color to be Federal Standard #595B "Highway Yellow" EACH $ 

Option IOU. Standard gasoline engine in lieu of diesel engine with the hiphest cooline capacity 
(State size and horsepower) 

EACH $ 

SIZE HORSEPOWER 

Option 10V. CNG engine in lieu of gasoline engine (provide the following information) EACH % 

ENGINE: SIZE HP- MAKE MODEL 

TRANSMISSION: MAKE MODEL 

CNG TANK: DGE CAPACITY TANK LOCATION 

Option 10W. 

Option 10X. 

Option 10Y. 

Snow plow package 

Automatic transmission power take-off provision 

2 Full length cab steps or running boards. 
(One on drivers side, one on passenger side.) 

EACH % 

EACH % 

SET $ 

Option 10Z. 

Option 10AA. 

Option IOBB. 

Optional Rear Axle Ratio Axle Ratio 

Limited Slip Rear Axle Axle Ratio 

Electric Trailer Brake Controller 

EACH % 

EACH % 

EACH $ 

Option 10CC. Bluetooth Capability EACH % 

Please indicate below the percent (%) discount off Manufacturer's Suggested Retail Prices (MSRP) for all vehicle options available in 
your data book or pricing guides. 

% discount off MSRP for all Data Book or Pricing Guide Options: - % Discount 

DeIivery will be made approximately 	 days after receipt of order. 
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ITEM # 11- New standard equipped 2014 or Newer Model 1Ton 2WD Reaular Chassis-Cab with DRW and 84'' CA 

ACCEPTABLE MAKES AND MODELS: 
Standard Ford F-350 with 165" Wheelbase Cab to Axle 84" 
Standard Chevrolet 3500 HDIGMC 3500 HD with 161" Wheelbase Cab to Axle 84" 
Standard Dodge Ram 3500 with 167 Cab to Axle 84" 
*This item number is not recommended for a plow* 

All units bid must contain the following options: 
1. Standard, diesel engine with the hi&est cooling ca~acitv (Size Horsepower ) 
2. Manufacturer's standard rear end axle ratio (Ratio: ) 
3. Automatic transmission (Speeds ) 
4. Air conditioning 
5. LH & RH manual mirrors 
6. Tires:(4) manufacturer's standard all season, plus fill size spare and wheel (Size 	 ) 
7. Minimum GVWR 11,000 
8. Brakes 4-wheel anti-lock braking system (ABS) 
9. Speed control and tilt wheel 
10. Rubber flooring 
11. Back up alarm 
12. Vinyl seats 
13. 3 sets of keys 

DEALER COMPLETE IN DETAIL: 

2014 MAKE 	 MODEL GVWR EACH % 

GAS MPG: CITY HWY 

FUEL CAPACITY FUEL CAPACITY (2) 	 OIL CAPACITY 

BUMPER TO BUMPER WARRANTY 

POWERTRAIN WARRANTY 

EXTENDED WARRANTY 

OPTIONAL EOUIPMENT PRICES. Item # 11 

Indicate the additional cost or deduction for the below listed options. Prices should include all required options and special 
equipment. 

Option l lA . l  	 Mounted 11' platform body meeting Specification E1320DRW EACH % 

MAKE 	 MODEL 

Option llA.2 	 Mounted 11' aluminum platform body meeting Specification E1320DRW EACH % 
(Minimum 1114'' aluminum extruded floor instead of steel) 

MAKE 	 MODEL 

Option l lB. l  	 Mounted 11' platform dump body meeting Specification El327 EACH % 

(MAKE) 	 (MODEL) 

Option llB.2 Mounted 11' aluminum platform dump body meeting Specification El327 EACH % 
(Minimum 1114'' aluminum extruded floor instead of steel) 

(MAKE) 	 (MODEL) 
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Option 11C. 

Option 11D. 

Option 11E. 


Option 11F. 


Option 11G. 


Option 11H. 


Option 111. 

Option llJ. 

Option 11K. 


Option 11L. 


Option 11M. 


Option 11N. 


Permanently installed bulkhead to fit truck application 
(Minimum requirement to top of cab) 

EACH $ 

Provide live hydraulics with under hood clutch pump. Pump shall be cast iron 
design capable of 3500 PSI; aluminum pumps will not be accepted. Reservoir shall 
be 7 gallon with filtered breather cap, suction strainer, sight gauge and in tank 
return filter rated to 25 GPM. Valve shall be cable operated. Control valve must 
have a main relief and a relief for the hoist down function. 
This shall control the hoist only. 

EACH $ 

Provide hydraulics and controls l2VDC activated for dump hoist only EACH $ 

Mounted standard utility tool body EACH $ 

Acceptable makes and models are: 
Knapheide 6132D54J Stahl CHALLENGER 132VVD-54 
Reading CLASSIC I1 132A DW RKI L84D W94 
Omaha 132D54V 

Body to include flush mounted LED tail, stop, turn,backup and clearance lights 
as required per FMVSS 108 standards. Unit must include a tread plate step 
bumper with pintle hook recess 

(MAKE) (MODEL) 

Six - 2" deep full width 250 Ibs. capacity free sliding tool drawers mounted 
approximately 1%" from top of compartment with approximately 2 %" 
between trays in lieu of two shelves and dividers in one of the full height 
vertical compartments 

EACH % 

Two full length 250 Ibs. capacity free sliding tool trays with metal dividers 
with slots on 4" centers with first tray mounted 5 !A '' from bottom of 
compartment with approximately 1%" between trays with second tray 
mounted above first in lieu of shelf and dividers in one of the horizontal 

EACH $ 

compartments 


Flip top for Utility Body: Top of compartment opens for storage. EACH % 

Can be either side or both sides. Telescopic roof and crane mounting kit 

will impact flip top application. Latch is located in center horizontal 

compartment. 


Minimum 25" high panel extension cover with minimum 42" locking rear EACH $ 

doors which will provide a minimum 48" interior height for storage and 

work area (Canopy roof style). 


Body to have 3 sections, tempered steel telescopic sliding roof and two- EACH $ 

piece, rigid aluminum, end gate cover to protect cargo area from weather 

and theft. A mechanical type seal will be placed on the telescopic sliding 

roof and end gate cover 


Raise Telescopic Roof to get 36" clearance for the above option EACH $ 


Crane mount reinforced rigidly while maintaining full compartment space EACH % 

on top rear corner of body either left or right for a 3500 lbs. capacity crane 

(with no mounting holes or  boltholes, we will diill to suit ourselves) 


One - double bottle gas drop well with minimum 55" clearance height EACH % 

(for large Bottle use) and retainers in Lieu of the interior 48" full height 

vertical compartment 
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Option 110. 	 Commercial grade spray on bed lining to be applied in the cargo area of the EACH $ 

utility body, to include floor, sides tailgate, front, and horizontal surface of 

bumper 


Option 11P. 	 Heavy-duty manual 5 or 6 speed transmission in lieu of automatic transmission EACH $ 

Option 11Q. 	 Heavy duty, Class V (2-112" square tube) receiver trailer hitch. EACH $ 

Includes an adapter to reduce to 2" (Class IIUIV) and a seven-wire 

RV style trailer plug 


Option 11R. 	 Exterior color to be Federal Standard #595B "Highway Yellown EACH $ 

Option 11s. Standard gasoline engine with the highest cooling capacity in lieu of EACH $ 
diesel engine (State size and horsepower) 

SIZE HORSEPOWER 

Option 11T. CNG engine in lieu of gasoline engine (provide the following information) EACH $ 

ENGINE: SIZE HP- MAKE MODEL 

TRANSMISSION: MAKE MODEL 

CNG TANK: DGE CAPACITY TANK LOCATION 

Option 11U. Automatic transmission power take off provision EACH $ 

Option 11V. 	 2 Full-length cab steps or running boards. SET $ 
(One on drivers side, one on passenger side) 

Option 11W. 	 Optional Rear Axle Ratio Axle Ratio EACH $ 

Option 11X. 	 Limited Slip Rear Axle Axle Ratio EACH $ 

Option 11Y. 	 Electric Trailer Brake Controller EACH $ 

Option l lZ .  	 Bluetooth Capability EACH $ 

Please indicate below the percent (%) discount off Manufacturer's Suggested Retail Prices (MSRP) for all vehicle options available in 
your data book or pricing guides. 

% discount off MSRP for all Data Book or Pricing Guide Options: - % Discount 

Delivery will be made approximately 	 days after receipt of order. 
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ITEM # 12 - New standard equipped 2014 or Newer Model 1Ton 4WD R e ~ u l a r  Chassis-Cab with DRW and 84" CA 

ACCEPTABLE MAKES AND MODELS: 

Standard Ford F-350 with 165" Wheelbase Cab to Axle 84" 

Standard Chevrolet 3500 HDIGMC 3500 HD with 16 1" Wheelbase Cab to Axle 84" 

Standard Dodge Ram 3500 with 167 Cab to Axle 84" 


All units bid must contain the following options: 
1. Standard, diesel engine with the h ihes t  cool in^ capacity (Size ) Horsepower ) 
2. Manufacturer's standard rear end axle ratio (Ratio: ) 
3. Automatic transmission (Speeds 3 
4. Air conditioning 
5. LH & RH manual mirrors 
6. Tires:(4) manufacturer's standard all season, plus full size spare and wheel (Size ) 
7. Minimum GVWR 11,000 
8. Brakes 4-wheel anti-lock braking system (ABS) 
9. Speed control and tilt wheel 
10. Rubber flooring 
11. Back up alarm 
12. Vinyl seats 
13. 3 sets of keys 

DEALER COMPLETE IN DETAIL: 

2014 MAKE MODEL GVWR EACH $ 

GAS MPG: CITY HWY 

FUEL CAPACITY FUEL CAPACITY (2) OIL CAPACITY 

BUMPER TO BUMPER WARRANTY 

POWERTRAIN WARRANTY 

EXTENDED WARRANTY 

OPTIONAL EOUIPMENT PRICES, Item # 12 

Indicate the additional cost or deduction for the below listed options. Prices should 

include all required options and special equipment. 


Option 12A.1 Mounted 11' platform body meeting Specification E1320DRW EACH $ 


MAKE MODEL 

Option 12A.2 Mounted 11' aluminum platform body meeting Specification E1320DRW EACH $ 

(Minimum 1114" aluminum extruded floor instead of steel) 

MAKE MODEL 

Option 12B.1 Mounted 11' platform dump body meeting Specification El327 EACH $ 

MAKE MODEL 

Option 12B.2 Mounted 11' aluminum platform dump body meeting Specification El327 EACH $ 

(Minimum 1114" aluminum extruded floor instead of steel) 

MAKE MODEL 

Option 12C. Permanently installed bulkhead to fit truck application EACH $ 

(Minimum requirement to top of cab) 
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Option 12D. 	 Provide live hydraulics with under hood clutch pump. Pump shall be cast iron EACH % 
design capable of 3500 PSI; aluminum pumps will not be accepted. Reservoir shall 
be 15 gallon with filtered breather cap, suction strainer, sight gauge and in tank 
return filter rated to 25 GPM. Control valve shall be 3 section mobile stack valve 
for hoist, plow and spreader. Valve shall be l2VDC activated capable of a minimum 
12 GPM and installed in a valve enclosure. Control valve must have a main relief 
and a relief for the hoist down function. The hoist, plow and spreader functions 
shall be controlled by a Certified Power Freedom 2.0 l2VDC control console with 
automated spreading for mounted dump body in specification El335 or mounted 
platform body in specification E1327. This package shall be capable of driving the 
auger, spinner motor in a salt spreader, and power to raise angle plow. All hoses 
shall be provided from front to rear of truck. 

Option 12E. Hydraulic system to run body, plow and spreader, hoist and plow controls to be 
manual cable controlled and the spreader control shall be a Certified Power 
Freedom 2.0 automated spreader control. The hydraulic system requirements 
shall match the 12D specifications. 

EACH % 

Option 12F. Provide hydraulics and controls 12VDC activated for dump hoist only EACH % 

Option 12G. 	 Mounted standard utility tool body EACH % 

Acceptable makes and models are: 
Knapheide 6132D54J Stahl CHALLENGER 132WD-54 
Reading CLASSIC I1 132A DW RKI L84DW94 
Omaha 132D54V 

Body to include flush mounted LED tail, stop, turn,backup and clearance lights 
as required per FMVSS 108 standards. Unit must include a tread plate step 
bumper with pintle hook recess. 

MAKE 	 MODEL 

Option 12H. 	 Six - 2" deep full width 250 Ibs. capacity free sliding tool drawers mounted EACH % 
approximately 1%" from top of compartment with approximately 2 %" 
between trays in lieu of two shelves and dividers in one of the full height 
vertical compartments 

Option 121. 	 Two full length 250 lbs. capacity free sliding tool trays with metal dividers EACH % 
with slots on 4" centers with first tray mounted 5 !4 " from bottom of 
compartment with approximately 1%" between trays with second tray 
mounted above first in Lieu of shelf and dividers in one of the horizontal 
compartments 

Option 125. Flip top for Utility Body: Top of compartment opens for storage. EACH % 
Can be either side or both sides. Telescopic roof and crane mounting kit 
will impact flip top application. Latch is located in center horizontal 
compartment. 

Option 12K. 	 Minimum 25" high panel extension cover with minimum 42" locking rear EACH % 
doors which will provide a minimum 48" interior height for storage and 
work area (Canopy roof style). 

Option 12L. Body to have 3 sections, tempered steel telescopic sliding roof and two- EACH % 
piece, rigid aluminum, end gate cover to protect cargo area from weather 
and theft. A mechanical type seal will be placed on the telescopic sliding 
roof and end gate cover 

Option 12M. 	 Raise Telescopic Roof to get 36" clearance for the above option EACH % 
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Option 12N. 	 Crane mount reinforced rigidly while maintaining full compartment space EACH % 
on top rear corner of body either left o r  right for a 3500 Ibs. capacity crane 
(with no mounting holes or bolt holes, we will drill to suit ourselves) 

Option 120. 	 One - double bottle gas drop well with minimum 55" clearance height EACH % 
(for large bottle use) and retainers in lieu of the interior 48" full height 
vertical compartment 

Option 12P. 	 Commercial grade spray on bed lining to be applied in the cargo area of EACH % 
the utility body, to include floor, sides tailgate, front, and horizontal surface 
of bumper 

Option 12Q. 	 Heavy-duty manual 5 or 6 speed transmission in lieu of automatic transmission EACH % 

Option 12R. 	 Heavy duty, Class V (2-112 " square tube) receiver trailer hitch. EACH % 
Includes an adapter to reduce to 2" (Class III/IV) and a seven-wire 
RV style trailer plug 

Option 12s. 	 Exterior color to be Federal Standard #595B "Highway Yellow" EACH % 

Option 12T. Standard gasoline engine with the highest cooling capacitv in lieu of 
diesel engine (State size and horsepower) 

EACH % 

SIZE HORSEPOWER 

Option 12U. CNG engine in lieu of gasoline engine (provide the following information) EACH % 

ENGINE: SIZE Hp- MAKE MODEL 

TRANSMISSION: MAKE MODEL 

CNG TANK: DGE CAPACITY TANK LOCATION 

Option 12V. Snowplow package EACH % 

Option 12W. 	 Automatic transmission power take off provision EACH % 

Option 12X. 2 Full-length cab steps or running boards. SET % 
(One on drivers side, one on passenger side) 

Option 12Y. Optional Rear Axle Ratio Axle Ratio EACH % 

Option 122. Limited Slip Rear Axle Axle Ratio EACH % 

Option 12AA. Electric Trailer Brake Controller EACH % 

Option 12BB. Bluetooth Capability EACH % 

Please indicate below the percent (%) discount off Manufacturer's Suggested Retail Prices (MSRF') for all vehicle options available in 
your data book or pricing guides. 

% discount off MSRP for all Data Book or Pricing Guide Options: - % Discount 

Delivery will be made approximately days after receipt of order. 
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ITEM # 13 - New standard equipped 2014 or Newer Model 15,000 LB. GVWR Chassis-Cab with DRW and 60" CA. 

ACCEPTABLE MAKES AND MODELS: 

Standard Ford Super Duty F450 with 141" Wheelbase Cab to Axle 60" 

Standard Dodge 4500 with 144.3" Wheelbase, Cab to Axle 60.2" 


All units bid must contain the following options: 
1. Standard, diesel engine with the highest cooling capacity (Size Horsepower ) 
2. Manufacturer's standard rear end axle ratio (Ratio: ) 
3. Automatic Transmission (Speeds ) 
4. Air conditioning 
5. LH & RH manual mirrors 
6. Tires:(4) manufacturer's standard all season, plus full size spare and wheel (Size ) 
7. Rubber flooring 
8. Minimum GVWR 15,000 LB 
9. Brakes 4-wheel anti-lock braking system (ABS) 
10. Speed control and tilt wheel 
11. Back up alarm 
12. Vinyl seats 
13. 3 sets of keys 

DEALER COMPLETE IN DETAIL 

2014 MAKE MODEL GVWR EACH % 

GAS MPG: CITY HWY 

FUEL CAPACITY FUEL CAPACITY (2) OIL CAPACITY 

BUMPER TO BUMPER WARRANTY 

POWERTRAIN WARRANTY 

EXTENDED WARRANTY 

OPTIONAL EOUIPMENT PRICES. Item # 13 

Indicate the additional cost or deduction for the below listed options, which should include all required options and special 

equipment. 


Option 13A.1 Mounted 9' platform body meeting Specification E1320DRW EACH % 


MAKE MODEL 

Option 13A.2 Mounted 9' aluminum platform body meeting Specification E1320DRW EACH % 
(Minimum 1114" aluminum extruded floor instead of steel) 

MAKE MODEL 

Option 13B.1 Mounted 9' platform dump body meeting Specification El327 EACH % 

MAKE MODEL 

Option 13B.2 Mounted 9' aluminum platform dump body meeting Specification El327 EACH % 
(Minimum 1114" aluminum extruded floor instead of steel) 

MAKE MODEL 

Option 13C.1 Mounted 9' dump body meeting Specification El335 EACH % 

MAKE MODEL 
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Option 13C.2 


Option 13D. 


Option 13E. 


Option 13F. 


Option 13G. 


Option 13H. 


Option 131. 


Option 135. 


Option 13K. 


Option 13L. 


Mounted 9' aluminum dump body meeting Specification E1335-ALUM EACH % 

MAKE MODEL 

Permanently installed bulkhead to fit truck application (minimum 
requirement to top of cab) 

EACH % 

Provide live hydraulics with under hood clutch pump. Pump shall be cast iron 
design capable of 3500 PSI; aluminum pumps will not be accepted. Reservoir shall 
be 15 gallon with filtered breather cap, suction strainer, sight gauge and in tank 
return filter rated to 25 GPM. Control valve shall be 3 section mobile stack valve 

EACH % 

for hoist, plow and spreader. Valve shall be 12VDC activated capable of a minimum 

12 GPM and installed in a valve enclosure. Control valve must have a main relief 

and a relief for the hoist down function. The hoist, plow and spreader functions 

shall be controlled by a Certified Power Freedom 2.0 l2VDC control console with 

automated spreading for mounted dump body in specification El335 or mounted 

platform body in specification E1327. This package shall be capable of driving the 

auger, spinner motor in a salt spreader, and power to raise angle plow. All hoses 

shall be provided from front to rear of truck. 


Hydraulic system to run body, plow and spreader, hoist and plow controls to be EACH % 

manual cable controlled and the spreader control shall be a Certified Power 

Freedom 2.0 automated spreader control. The hydraulic system requirements 

shall match the 13E specifications. 


Provide hydraulics and controls l2VDC activated for dump hoist only EACH % 


Mounted standard utility tool body. EACH % 


Acceptable makes and models are: 

Knapheide 6108D54J RKI L60DW94. 

Reading CLASSIC I1 108A DW Stahl CHALLENGER I1 108VVD-54 

Omaha 108D54V, 


Body to include flush mounted LED tail, stop, turn, backup and clearance lights as 

required per FMVSS 108 standards. Unit must include a tread plate step 

bumper with pintle hook recess 


MAKE MODEL 


Six - 2" deep full width 250 Ibs. capacity free sliding tool drawers mounted EACH % 

approximately 1%" from top of compartment with approximately 2 %" 

between trays in lieu of two shelves and dividers in one of the full height 

vertical compartments 


Two full length 250 Ibs. capacity free sliding tool trays with metal dividers EACH % 

with slots on 4" centers with first tray mounted 5 1/4 " from bottom of 

compartment with approximately 1%" between trays with second tray 

mounted above first in lieu of shelf and dividers in one of the horizontal 

compartments 


Flip top for Utility Body: Top of compartment opens for storage. EACH % 

Can be either side or both sides. Telescopic roof and crane mounting kit 

will impact flip top application. Latch is located in center horizontal 

compartment 


One - double bottle gas drop well and retainers in lieu of two shelves EACH % 

and dividers in one of the full height vertical compartments, maintaining 

an interior height of 48" 
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Option 13M. Minimum 25" high panel extension cover with minimum 42" locking rear 
doors which will provide a minimum 48" interior height for storage and 
work area (Canopy roof style). 

EACH $ 

Option 13N. Body to have 3 section, tempered steel telescopic sliding roof and two piece, 
rigid aluminum, endgate cover to protect cargo area from weather and theft. 
A mechanical type seal will be placed on the telescopic sliding roof and end 
gate cover 

EACH % 

Option 130. Raise Telescopic Roof to get 36" clearance for the above option EACH % 

Option 13P. 	 Crane mount reinforced rigidly while maintaining full compartment space EACH % 
on top rear corner of body either left or right for a 3500 Ibs. capacity crane 
(with no mounting holes o r  bolt holes, we will drill to suit ourselves) 

Option 13Q. 	 Commercial grade spray on bed lining to be applied in the cargo area of the EACH % 
utility body, to include floor, sides tailgate, front, and horizontal surface of 
bumper 

Option 13R. 	 Heavy-duty 5 or 6 speed manual transmission in lieu of automatic transmission EACH $ 

Option 13s. 	 Heavy duty, Class V (2-112 " square tube) receiver trailer hitch. Includes an EACH % 
adapter to reduce to 2" (Class III/W) and a seven-wire RV style trailer plug 

Option 13T. 	 Exterior color to be Federal Standard #595B "Highway Yellow" EACH $ 

Option 13U. 	 Standard gasoline engine with the highest cooling capacity in lieu of EACH $ 
diesel engine (State size and horsepower) 

SIZE 	 HORSEPOWER 

Option 13V. 	 Automatic transmission power take-off provision EACH % 

Option 13W. 	 2 Full length cab steps or running boards. 
(One on drivers side, one on passenger side) SET $ 

Option 13X. 	 Optional Rear Axle Ratio Axle Ratio EACH % 

Option 13Y. 	 Limited Slip Rear Axle Axle Ratio EACH $ 

Option 132. 	 Electric Trailer Brake Controller EACH $ 

Option 13AA. 	 4WD in lieu of 2WD EACH % 

Option 13BB. 	 Bluetooth Capability EACH % 

Please indicate below the percent (%) discount off Manufacturer's Suggested Retail Prices (MSRP) for all vehicle options available in 
your data book or pricing guides. 

% discount off MSRPfor all Data Book or Pricing Guide Options: - % Discount 

Delivery will be made approximately 	 days after receipt of order. 
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ITEM # 14 - New standard equipped 2014 or Newer Model 15000 LB. GVWR Chassis-Cab with DRW and 84" CA. 

ACCEPTABLE MAKES AND MODELS: 

Standard Ford Super Duty F450 with 165" Wheelbase, Cab to Axle 84" 

Standard Dodge 4500 with 168.3" Wheelbase, Cab to Axle 84" 


All units bid must contain the following options: 
1. Standard diesel engine with the hi&est cooling cavacitv (Size Horsepower ) 
2. Manufacturer's standard rear end axle ratio (Ratio: ) 
3. Automatic Transmission (Speeds ) 
4. Air conditioning 
5. LH & RH manual mirrors 
6. Tires:(4) manufacturer's standard all season, plus full size spare and wheel (Size ) 
7. Rubber flooring 
8. Minimum GVWR 15,000 LB 
9. Brakes 4-wheel anti-lock braking system (ABS) 
10. Speed control and tilt wheel 
1 1. Back up alarm 
12. Vinyl seats 
13. 3 sets of keys 

DEALER COMPLETE IN DETAIL: 

2014 MAKE MODEL GVWR EACH % 

GAS MPG: CITY HWY 

FUEL CAPACITY FUEL CAPACITY (2) OIL CAPACITY 

BUMPER TO BUMPER WARRANTY 

POWERTRAIN WARRANTY 

EXTENDED WARRANTY 

OPTIONAL EOUIPMENT PRICES. Item # 14 

Indicate the additional cost o r  deduction for the below listed options, which should 
include all required options and special equipment. 

Option 14A.1 Mounted 12' platform body meeting Specification E1320DRW EACH % 

MAKE MODEL 

Option 14A.2 Mounted 12' aluminum platform body meeting Specification E1320DRW EACH $ 
(Minimum 11/4" aluminum extruded floor instead of steel) 

MAKE MODEL 

Option 14B.1 Mounted 11'platform dump body meeting Specification El327 EACH % 

MAKE MODEL 

Option 14B.2 Mounted 11' aluminum platform dump body meeting Specification El327 EACH % 
(Minimum 11/4" aluminum extruded floor instead of steel) 

MAKE MODEL 

Option 14C. Permanently installed bulkhead to fit truck application (minimum EACH % 
requirement to top of cab) 
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Option 14D. 

Option 14E. 


Option 14F. 


Option 14G. 


Option 14H. 


Option 141. 


Option 145. 


Option 14K. 


Option 14L. 


Option 14M. 


Provide live hydraulics with under hood clutch pump. Pump shall be cast iron EACH $ 
design capable of 3500 PSI; aluminum pumps will not be accepted. Reservoir shall 
be 15 gallon with filtered breather cap, suction strainer, sight gauge and in tank 
return filter rated to 25 GPM. Control valve shall be 3 section mobile stack valve 
for hoist, plow and spreader. Valve shall be 12VDC activated capable of a minimum 
12 GPM and installed in a valve enclosure. Control valve must have a main relief 
and a relief for the hoist down function. The boist, plow and spreader functions 
shall be controlled by a Certified Power Freedom 2.0 12VDC control console with 
automated spreading for mounted dump body in specification El335 or mounted 
platform body in specification E1327. This package shall be capable of driving the 
auger, spinner motor in a salt spreader, and power to raise angle plow. All hoses 
shall be provided from front to rear of truck. 

Hydraulic system to run body, plow and spreader, hoist and plow controls to be 
manual cable controlled and the spreader control shall be a Certified Power 
Freedom 2.0 automated spreader control. The hydraulic system requirements 
shall match the 14D specifications. 

EACH % 

Provide hydraulics and controls 12VDC activated for dump hoist only EACH $ 

Mounted standard utility tool body. 
Acceptable makes and models are: 

EACH $ 

Knapeheide 6132D545, 
Reading CLASSIC I1 132A DW 
RKI L84DW94 

Stahl CHALLENGER I1 132VVD-54 
Omaha 132D54V 

Body to include flush mounted LED tail, stop, turn, backup and clearance tights 
as required per FMVSS 108 standards. Unit must include a tread plate step 
bumper with pintle hook recess. 

MAKE MODEL 

Six - 2" deep full width 250 Ibs. capacity free sliding tool drawers mounted 
approximately 1%" from top of compartment with approximately 2 %" 
between trays in lieu of two shelves and dividers in one of the full height 
vertical compartments 

EACH $ 

Two full length 250 Ibs. capacity free sliding tool trays with metal dividers 
with slots on 4" centers with first tray mounted 5 1/4 " from bottom of 
compartment with approximately 1 !A" between trays with second tray 
mounted above first in lieu of shelf and dividers in one of the horizontal 
compartments 

EACH % 

Flip top for Utility Body: Top of compartment opens for storage. Can be either 
side or  both sides. Telescopic roof and crane mounting kit will impact flip top 
application. Latch is located in center horizontal compartment. EACH $ 

Minimum 25" high panel extension cover with minimum 42" locking rear 
doors which will provide a minimum 48" interior height for storage and 
work area (Canopy roof style). 

EACH % 

Body to have 3 section, tempered steel telescopic sliding roof and two piece, 
rigid aluminum, endgate cover to protect cargo area from weather and theft. 
A mechanical type seal will be placed on the telescopic sliding roof and end 
gate cover 

EACH $ 

Crane mount reinforced rigidly while maintaining full compartment space 
on top rear corner of body either left o r  right for a 3500 Ibs. capacity crane 
(with nomounting holes or  bolt holes, we will drill to suit ourselves) 

EACH % 
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Option 14N. Raise Telescopic Roof to get 36" clearance for the above option EACH $ 

Option 140. One - double bottle gas drop well with minimum 55" clearance height EACH $ 
(for large bottle use) and retainers 

Option 14P. Commercial grade spray on bed lining to be applied in the cargo area EACH % 
of the utility body, to include floor, sides tailgate, front, and horizontal 
surface of bumper 

Option 14Q. Heavy-duty 5 or  6 speed manual transmission in lieu of automatic transmission EACH $ 

Option 14R. Heavy duty, Class V (2-112" square tube) receiver trailer hitch. EACH % 
Includes an adapter to reduce to 2" (Class IIIIIV) and a seven-wire 
RV style trailer plug 

Option 14s. Exterior color to be Federal Standard #595B "Highway EACH % 

Option 14T. Standard gasoline engine with the highest cool in^ capacitv in lieu of EACH % 
diesel engine (state size and horsepower) 

SIZE HORSEPOWER 

Option 14U. Automatic transmission power take-off provision EACH % 

Option 14V. 2 Full-length cab steps or running boards. SET % 
(one on drivers side, one on passenger side) 

Option 14W. Four wheel drive GVWR EACH % 

Option 14X. Optional Rear Axle Ratio Axle Ratio EACH % 

Option 14Y. Limited Slip Rear Axle. Axle Ratio EACH $ 

Option 142. Electric Trailer Brake Controller EACH % 

Option 14AA. Bluetooth Capability EACH % 

Please indicate below the percent (%) discount off Manufacturer's Suggested Retail Prices (MSRP) for all vehicle options available in 
your data book or pricing guides. 

% discount off MSRP for all Data Book or Pricing Guide Options: - % Discount 

Delivery will be made approximately days after receipt of order. 
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ITEM # 15 - New standard equipped 2014 or Newer Model 17.500 LB. GVWR Chassis-Cab with DRW and 60'' CA 

ACCEPTABLE MAKES AND MODELS: 

Standard Ford Super Duty F550 with 141" Wheelbase Cab to Axle 60" 

Dodge 5500 with 144.0" Wheelbase, Cab to Axle 60.2" 

International Terrastar with 134" Wheelbase, Cab to Axle 59.6" 

Freightliner M2 106 with 130" Wheelbase, Cab to Axle 61.4" 


All units bid must contain the following options: 
1. Standard diesel Engine with the highest cooling cauacitv (Size Horsepower ) 
2. Manufacturer's standard rear end axle ratio (Ratio: ) 
3. Automatic transmission (Speeds ) 
4. Air conditioning 
5. LH & RH manual mirrors 
6. Tires:(4) manufacturer's standard all season, plus full size spare and wheel (Size ) 
7. Rubber flooring 
8. Minimum GVWR 17,500 LB 
9. Brakes 4-wheel anti-lock braking system (ABS) 
10. Speed control and tilt wheel 
11. Back up alarm 
12. Vinyl seats 
13. 3 sets ofkeys 

DEALER COMPLETE IN DETAIL: 

2014 MAKE MODEL GVWR EACH % 

GAS MPG: CITY HWY 

FUEL CAPACITY FUEL CAPACITY (2) OIL CAPACITY 

BUMPER TO BUMPER WARRANTY 

POWERTRAIN WARRANTY 

EXTENDED WARRANTY 

OPTIONAL EOUIPMENT PRICES. Item # 15 

Indicate the additional cost or deduction for the below listed options. Prices should include all required options and special 
equipment. 

Option 15A.1 Mounted 9' platform body meeting Specification E1320DRW EACH % 

MAKE MODEL 

Option 15A.2 Mounted 9' aluminum platform body meeting Specification E1320DRW EACH % 
(Minimum 1114" aluminum extruded floor instead of steel) 

MAKE MODEL 

Option 15B.1 Mounted 9' platform dump body meeting Specification El327 EACH % 

MAKE MODEL 

Option 15B.2 Mounted 9' aluminum platform dump body meeting Specification El327 EACH % 
(Minimum 1114" aluminum extruded floor instead of steel) 

MAKE MODEL 

Page 40 of 55 



Option 15C.1 Mounted 9' dump body meeting Specification El335 EACH % 

MAKE MODEL 

Option 15C.2 Mounted 9' aluminum dump body meeting Specification E1335-ALUM EACH $ 

MAKE MODEL 

Option 15D Permanently installed bulkhead to fit truck application 
(minimum requirement to top of cab) 

EACH % 

Option 15E. Provide live hydraulics with under hood clutch pump. Pump shall be cast iron 
design capable of 3500 PSI; aluminum pumps will not be accepted. Resewoir shall 
be 15 gallon with fdtered breather cap, suction strainer, sight gauge and in tank 
return filter rated to 25 GPM. Control valve shall be 3 section mobile stack valve 

EACH % -

for hoist, plow and spreader. Valve shall be 12VDC activated capable of a minimum 
12 GPM and installed in a valve enclosure. Control valve must have a main relief 
and a relief for the hoist down function. The hoist, plow and spreader functions 
shall be controlled by a Certified Power Freedom 2.0 l2VDC control console with 
automated spreading for mounted dump body in specification El335 or mounted 
platform body in specification E1327. This package shall be capable of driving the 
auger, spinner motor in a salt spreader, and power to raise angle plow. All hoses 
shall be provided from front to rear of truck. 

Option 15F. 	 Hydraulic system to run body, plow and spreader, hoist and plow controls to be EACH % 
manual cable controlled and the spreader control shall be a Certified Power 
Freedom 2.0 automated spreader control. The hydraulic system requirements 
shall match the 15E specifications. 

Option 15G. 	 Provide hydraulics and controls l2VDC activated for dump hoist only EACH % 

Option 15H. 	 Mounted standard utility tool body. EACH $ 

Acceptable makes and models are: 

Knapeheide 6108D54J, Stahl CHALLENGER I1 108WD- 54 
Reading CLASSIC I1 108A DW Omaha 108D54V 
RKI L60DW94. 

Body to include flush mounted LED tail, stop, turn, backup and clearance 
lights as required per FMVSS 108 standards. Unit must include a 
tread plate step bumper with pintle hook recess. 

MAKE 	 MODEL 

Option 151. 	 Six - 2" deep full width 250 Ibs. capacity free sliding tool drawers EACH % 
mounted approximately 1%" from top of compartment with 
approximately 2 %" between trays in Lieu of two shelves and dividers 
in one of the full height vertical compartments 

Option 15J. 	 Two full length 250 Ibs. capacity free sliding tool trays with metal EACH % 
dividers with slots on 4" centers with first tray mounted 5 % " 
from bottom of compartment with approximately 1%" between 
trays with second tray mounted above first in lieu of shelf and 
dividers in one of the horizontal compartments. 

Option 15K. 	 Flip top for Utility Body: Top of compartment opens for storage. Can be either EACH $ 
side or both sides. Telescopic roof and crane mounting kit will impact flip top 
application. Latch is located in center horizontal compartment. 
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Option 15L. One full- length (or from crane mounting point) 4" deep top opening 
compartment with release located inside side compartment, automatic 
up position latch and metal dividers with slots on 4" centers in addition 
to the standard tool compartments. The top opening compartment will 
not protrude more than 2" into side compartment (The side compartment 
shall be 27" from floor to top of side body plus excess for flip top compartment) 

EACH $ 

Option 15M. One double- bottle gas drop well and retainers in lieu of two shelves 
and dividers in one of the full height vertical compartments 

EACH % 

Option 15N. Minimum 25" high panel extension cover with minimum 42" locking rear 
doors which will provide a minimum 48" interior height for storage and 
work area (Canopy roof style). 

EACH % 

Option 150. Body to have 3 section, tempered steel telescopic sliding roof and two piece, 
rigid aluminum, endgate cover to protect cargo area from weather and theft. 
A mechanical type seal will be placed on the telescopic sliding roof and end 
gate cover 

EACH % 

Option 15P. Raise Telescopic Roof to get 36" clearance for the above option EACH % 

Option 15Q. Crane mount reinforced rigidly while maintaining full compartment 
space on top rear corner of body either left or right for a 3500 Ibs. cap. 
crane (with no mounting holes o r  bolt holes, we will drill to suit ourselves) 

EACH % 

Option 15R. Commercial grade spray on bed lining to be applied in the cargo area 
of the utility body, to include floor, side's tailgate, front, and horizontal 
surface of bumper 

EACH $ 

Option 15s. Heavy-duty manual 5 or 6 speed transmission in lieu of automatic transmission EACH % 

Option 15T. Heavy duty, Class V (2-112" square tube) receiver trailer hitch. 
Includes an adapter to reduce to 2" (Class III/IV) and a seven-wire 
RV style trailer plug 

EACH $ 

Option 15U. Exterior color to be Federal Standard #595B "Highway Yellow" EACH $ 

Option 15V. Standard gasoline engine with the highest cool in^ capacitv in lieu 
of diesel engine (state size and horsepower) 

EACH % 

SIZE HORSEPOWER 

Option 15W. Automatic transmission power take-off provision EACH $ 

Option 15X. 2 cab steps. (One on driver's side, one on passenger side) SET $ 

Option 15Y. Optional Rear Axle Ratio Axle Ratio EACH % 

Option 15Z. Limited Slip Rear Axle. Axle Ratio EACH % 

Option 15AA. Electric Trailer Brake Controller EACH $ 

Option 15BB. Bluetooth Capability EACH $ 

Please indicate below the percent (%) discount off Manufacturer's Suggested Retail Prices (MSRP) for all vehicle options available in 
your data book or pricing guides. 

% discount off MSRPfor all Data Book or Prking Guide Options: - % Discount 

Delivery will be made approximately days after receipt of order. 
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ITEM # 16 - New standard equipped 2014 or Newer Model 17,500 GVWR Chassis-Cabs with DRW and 84" CA. 
ACCEPTABLE MAKES AND MODELS: 

Ford Super Duty F550 with 165" Wheelbase Cab to Axle 84" 

Dodge 5500 with 168.3" Wheelbase, Cab to Axle 84.2" 

International Terrastar with 158" Wheelbase, Cab to Axle 83.6" 

Freightliner M2 106 with 153" Wheelbase, Cab to Axle 84" 


All units bid must contain the following options: 
1. Standard, diesel engine with the highest cooling capacity (Size Horsepower ) 
2. Manufacturer's standard rear end axle ratio (Ratio: ) 
3. Automatic Transmission (Speeds 
4. Air conditioning 
5. LH & RH manual mirrors 
6. Tires:(4) manufacturer's standard all season, plus fill size spare and wheel (Size ) 
7. Rubber flooring 
8. Minimum GVWR. 17,500 LB 
9. Brakes 4-wheel anti-lock braking system (ABS) 
10. Speed control and tilt wheel 
11. Back up alarm 
12. Vinyl seats 
13. 3 sets of keys 

DEALER COMPLETE IN DETAIL: 

2014 MAKE MODEL GVWR EACH % 

GAS MPG: CITY HWY 

FUEL CAPACITY FUEL CAPACITY (2) OIL CAPACITY 

BUMPER TO BUMPER WARRANTY 

POWERTRAIN WARRANTY 

EXTENDED WARRANTY 

OPTIONAL EOUIPMENT PRICES. Item # 16 

Indicate the additional cost or deduction for the below listed options. Prices should 

include all required options and special equipment. 


Option 16A.1 Mounted 12' platform body meeting Specification E1320DRW EACH $ 


MAKE MODEL) 

Option 16A.2 Mounted 12' aluminum platform body meeting Specification E1320DRW EACH % 
(Minimum 1114" aluminum extruded floor instead of steel) 

MAKE MODEL) 

Option 16B.1 Mounted 11' platform dump body meeting Specification El327 EACH % 

MAKE MODEL 

Option 16B.2 Mounted 11' aluminum platform dump body meeting Specification El327 EACH % 
(Minimum 11/4n aluminum extruded floor instead of steel) 

MAKE MODEL 
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Option 16C. 

Option 16D. 

Option 16E. 


Option 16F. 


Option 16G. 


Option 16H. 


Option 161. 


Option 165. 


Option 16K. 


Option 16L. 


Permanently installed bulkhead to fit truck application 
(minimum requirement to top of cab) 

EACH % 

Provide live hydraulics with under hood clutch pump. Pump shall be cast iron 
design capable of 3500 PSI; aluminum pumps will not be accepted. Reservoir shall 
be 15 gallon with fdtered breather cap, suction strainer, sight gauge and in tank 
return filter rated to 25 GPM. Control valve shall be 3 section mobile stack valve 

EACH $ 

for hoist, plow and spreader. Valve shall be 12VDC activated capable of a minimum 

12 GPM and installed in a valve enclosure. Control valve must have a main relief 

and a relief for the hoist down function. The hoist, plow and spreader functions 

shall be controlled by a Certified Power Freedom 2.0 12VDC control console with 

automated spreading for mounted dump body in specification El335 or mounted 

platform body in specification E1327. This package shall be capable of driving the 

auger, spinner motor in a salt spreader, and power to raise angle plow. All hoses 

shall be provided from front to rear of truck. 


Hydraulic system to run body, plow and spreader, hoist and plow controls to be EACH $ 

manual cable controlled and the spreader control shall be a Certified Power 

Freedom 2.0 automated spreader control. The hydraulic system requirements 

shall match the 16D specifications. 


Provide hydraulics and controls 12VDC activated for dump hoist only EACH $ 

Mounted standard utility tool body. 

Acceptable makes and models are: 

Knapeheide 6132D54J Stahl CHALLENGER I1 132 VVD-54 

Reading CLASSIC I1 132A DW RKI L84DW94 

Omaha 132D54V 


Body to include flush mounted LED tail, stop, turn,backup and clearance lights EACH % 

as required per FMVSS 108 standards. Unit must include a tread plate step 

bumper with pintle hook recess. 


(MAKE) (MODEL) 


Six - 2" deep full width 250 Ibs. capacity free sliding tool drawers mounted 

approximately 1 !4" from top of compartment with approximately 2 %" 

between trays in lieu of three shelves and dividers in one of the full height EACH $ 

vertical compartments 


Two full lengih 250 Ibs. capacity free sliding tool trays with metal dividers 

with slots on 4" centers with first tray mounted 5 !A from botiom of 
bb 

compartment with approximately 1 !4" between trays with second tray 

mounted above first in lieu of shelf and dividers in one of the horizontal EACH % 

compartments 


Flip top for Utility Body: Top of compartment opens for storage. 

Can be either side or both sides. Telescopic roof and crane mounting 

kit will impact flip top application. Latch is located in center horizontal EACH $ 

compartment 


Minimum 25" high panel extension cover with minimum 42" locking rear 

doors which will provide a minimum 48" interior height for storage and EACH % 

work area (Canopy roof style). 


Body to have 3 section, tempered steel telescopic sliding roof and two piece, 

rigid aluminum, endgate cover to protect cargo area from weather and thefi. 

A mechanical type seal will be placed on the telescopic sliding roof and end EACH % 

gate cover 
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Option 16M. Raise Telescopic Roof to get 36" clearance for the above option EACH $ 

Option 16N. Crane mount reinforced rigidly while maintaining full compartment 
space on top rear corner of body either left or right for a 3500 Ibs. cap. 
crane (with no mounting holes o r  bolt holes, we will drill to suit ourselves) EACH $ 

Option 160. One - double bottle gas drop well with minimum 55" clearance height 
(for large bottle use) and retainers in lieu of the interior 48" full height 
vertical compartment 

EACH % 

Option 16P. Heavy-duty manual 5 or 6 speed transmission in lieu of automatic transmission EACH % 

Option 164. Heavy duty, Class V (2-112 " square tube) receiver trailer hitch. 
Includes an adapter to reduce to 2" (Class I I I W )  and a seven - wire 
RV style trailer plug 

EACH % 

Option 16R. Exterior color to be Federal Standard #595B "Highway Yellow" EACH $ 

Option 16s. Standard gasoline engine with the highest cooling capacity in lieu 
of diesel engine (state size and horsepower) 

EACH % 

SIZE HORSEPOWER 

Option 16T. Automatic transmission power take-off provision EACH % 

Option 16U. 2 Full-length cab steps or running boards. 
(one on drivers side, one on passenger side) 

SET $ 

Option 16V. 19,000 GVWR Package in lieu of the 17,500 GVWR. 
(State Wheelbase and Cab to Axle) 

EACH % 

WHEELBASE 

Option 16W. Optional Rear Axle Ratio Axle Ratio EACH % 

Option 16X. Limited Slip Rear Axle. Axle Ratio EACH % 

Option 16Y. Commercial grade spray on bed lining to be applied in the cargo area 
of the utility body, to include floor, sides tailgate, front, and horizontal 
surface of bumper 

EACH $ 

Option 162. Electric Trailer Brake Controller EACH % 

Option 16AA. Bluetooth Capability EACH $ 

Please indicate below the percent (%) discount off Manufacturer's Suggested Retail Prices (MSRP) for all vehicle options available in 
your data book or pricing guides. 

% discount off MSRPfor aCC Data Book or Pricing Guide Options: - % Discount 

Delivery will be made approximately days after receipt of order. 

Page 45 of 55 



ITEM # 17 - New standard equipped 2014 or Newer 2WD Model Carryalls. 

ACCEPTABLE MAKES AND MODELS: 

Standard Chevrolet C20906 Suburban with 130.0" Wheelbase 

Standard GMC TC20906 Yukon XL with 130.0" Wheelbase 

Standard Ford Expedition EL with 130.0" Wheelbase 


All units bid must contain the following options: 
1. Standard minimumV8 gasoline engine (Size Horsepower ) 
2. Manufacturer's standard rear end axle ratio (Ratio: / 
3. Automatic Transmission (Speeds ) 
4. Front and rear heaffair conditioning 
5. LH & RH manual mirrors 
6. Tires:(4) manufacturer's standard all season, plus full size spare and wheel (Size 	 ) 
7. Standard seating with second and third row bench seat 
8. Minimum GVWR 7,600 LB 
9. Brakes 4-wheel anti-lock braking system (ABS) 
10. Speed control and tilt wheel 
11. Cloth seats 
12. 3 sets of keys 

DEALER COMPLETE IN DETAIL: 

2014 MAKE 	 MODEL GVWR EACH $ 

GAS MPG: CITY HWY 	 FUEL CAPACITY OIL CAPACITY 

IS THIS ENGINE E-85 COMPATIBLE? IF SO WHAT IS E-85 MPG: CITY HWY 

BUMPER TO BUMPER WARRANTY 

POWERTRAIN WARRANTY 

EXTENDED WARRANTY 

OPTIONAL EOUIPMENT PRICES, Item #17 

Indicate the additional cost or deduction for the below listed options. Prices should include all required options and special 
equipment. 

Option 17A. 	 Deep tinted windows EACH $ 

Option 17B. 	 Heavy-duty, Type V with a Type 111 adapter trailer hitch. 
Special equipment which includes weight distributing hitch 
platform and wiring harness for an 7 pin commercial truck EACH % 
connector. 

Option 17C. 	 Exterior color to be Federal Standard #595B "Highway Yellow" EACH % 

Option 17D. 	 Delete 3'* row rear bench seat EACH $ (Deduct) 

Option 17E. 	 Standard diesel engine in lieu of gasoline engine 
(State size and horsepower) EACH $ 

SIZE 	 HORSEPOWER 

Option 17F. 	 2 Full length cab steps or running boards. 
(One on Drivers Side, one on Passenger side) SET $ 
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Option 17G. Optional Rear Axle Ratio Axle Ratio EACH % 

Option 17H. Limited Slip Rear Axle Axle Ratio EACH % 

Option 171. Vinyl seats in lieu of cloth seats. EACH % 

Option 175. Bluetooth Capability EACH % 

Please indicate below the percent (%) discount off Manufacturer's Suggested Retail Prices (MSRP) for all vehicle options available in 
your data book or pricing guides. 

% discount off MSRPfor all Data Book or Pricing Guide Options: - % Discount 

Delivery will be made approximately days after receipt of order. 
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ITEM # 18 - New standard equipped 2014 or Newer 4WD Model Carrvalls. 

ACCEPTABLE MAKES AND MODELS: 

Standard Chevrolet C20906 Suburban with 130.0" Wheelbase 

Standard GMC TC20906 Yukon XL with 130.0" Wheelbase 

Standard Ford Expedition EL with 130.0" Wheelbase 


AIl units bid must contain the following options: 
1. Standard minimumV8 gasoline engine (Size Horsepower ) 
2. Manufacturer's standard rear end axle ratio (Ratio: ) 
3. Automatic Transmission (Speeds ) 
4. Front and rear heatfair conditioning 
5. LH & RH manual mirrors 
6. Tires:(4) manufacturer's standard all season, plus full size spare and wheel (Size 	 ) 
7. Rubber flooring 
8. Standard seating with second and third row bench seat 
9. Minimum GVWR 7,600 LB 
10. Brakes 4-wheel anti-lock braking system (ABS) 
11. Speed control and tilt wheel 
12. Cloth seats 
13. 3 sets ofkeys 

DEALER COMPLETE IN DETAIL: 

2014 MAKE 	 MODEL GVWR EACH % 

GAS MPG: CITY HWY 	 FUEL CAPACITY OIL CAPACITY 

IS THIS ENGINE E-85 COMPATIBLE? IF SO WHAT IS E-85 MPG: CITY HWY 

BUMPER TO BUMPER WARRANTY 

POWERTRAIN WARRANTY 

EXTENDED WARRANTY 

OPTIONAL EOUIPMENT PRICES, Item # 18 

Indicate the additional cost o r  deduction for the below listed options. Prices should 
include all required options and special equipment. 

Option 18A. 	 Deep tinted windows EACH % 

Option 18B. 	 Heavy-duty, Type V with a Type I11 adapter trailer hitch. 
Special equipment which includes weight distributing hitch 
platform and wiring harness for a 7 pin commercial truck EACH % 
connector. 

Option 18C. 	 Exterior color to be Federal Standard #595B "Highway Yellow" EACH $ 

Option 18D. 	 Delete 3'* row rear bench seat EACH $ (Deduct) 

Option 18E. 	 Standard diesel engine in lieu of gasoline engine EACH $ 
(State size and horsepower) 

SIZE 	 HORSEPOWER 

Option 18F. 2 Full length cab steps or running boards. SET $ 

(One on Drivers Side, one on Passenger side) 
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Option 18G. Optional Rear Axle Ratio Axle Ratio EACH % 

Option 18H. Limited Slip Rear Axle. Axle Ratio EACH % 

Option 181. Vinyl seats in lieu of cloth. EACH % 

Option 185. Bluetooth Capability EACH $ 

Please indicate below the percent (%) discount off Manufacturer's Suggested Retail Prices (MSRP) for all vehicle options available in 
your data book or pricing guides. 

% discount off MSRPfor all Data Book or Pricing Guide Options: - % Dkcount 

Delivery will be made approximately days after receipt of order. 
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Item #19 -New standard equipped 2014 or Newer Model 15 Passenper Van 

ACCEPTABLE MAKES AND MODELS: 

Ford E350 Super Duty Extended E series Wagon, Wheelbase 138" Body code S3l 

Chevrolet / GMC Model Extended Wheelbase 155" Model G33706 


All units bid must contain the following options: 
1. Standard minimum V8 gas engine (Size Horsepower ) 
2. Manufacturer's standard rear end axle ratio (Ratio: ) 
3. Automatic Transmission (Speeds ) 
4. Factory installed front and rear heatlair conditioning 
5 .  LH & RH manual mirrors 
6. Tires:(4) manufacturer's standard all season, plus full size spare and wheel (Size 	 ) 
7. Deep tinted windows (privacy glass) 
8. 4 wheel anti-lock braking system (ABS) 
9. Minimum GVWR 9100 lb 
10. Speed control and tilt wheel 
1 1. Vinyl seats 
12. 3 sets of keys 

DEALER COMPLETE IN DETAIL: 

2014 MAKE MODEL GVWR EACH $ 

GAS MPG: CITY HWY FUEL CAPACITY OIL CAPACITY 

IS THIS ENGINE E-85 COMPATIBLE? IF SO WHAT IS E-85 MPG: CITY HWY 

BUMPER TO BUMPER WARRANTY 

POWERTRAM WARRANTY 

EXTENDED WARRANTY 

OPTIONAL EOUIPMENT PRICES, Item # 19 

Indicate the additional cost or deduction for the below listed options. Prices should include all required options and special 
equipment. 


Option 19A. Larger gas engine Size HP EACH $ 


Option 19B. Power wi~dows and power door locks EACH $ 


Option 19C. 	 Towing Package: Manufacturer's standard to include heavy duty charging, 
engine oil and transmission cooling, Class 111 frame hitch and 4 pin wiring 
installed plus wiring harness for 7 pin EACH % 

Option 19D. Sliding side door EACH % 

Option 19E. Exterior color to be Federal Standard #595B "Highway Yellow" EACH $ 


Option 19F. Bluetooth Capability EACH $ 


Please indicate below the percent (%) discount off Manufacturer's Suggested Retail Prices (MSRP) for all vehicle options available in 

your data book or pricing guides. 


% discount off MSRP for all Data Book or Pricing Guide Options: - % Discount 

Delivery will be made approximately 	 days after receipt of order. 
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Bodv Equipment 

For each Body Company that is included in your bid, please list below the location of service center(s) for the 
equipment that is to be provided. 

Body Company 

Service Location(s) 

Body Company 

Service Location(s) 

Body Company 

Service Location(s) 

Body Company 

Service Location(s) 
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VENDOR INFORMATION & PREFERENCE CERTIFICATION FORM 
Vendor Information 

Vendor NamelMailing Address: Vendor Contact Information (including area codes): 

Cellular #: 

Email Address: 


Fax #: 

Printed Name of Responsible Officer or Employee: Signature: 


For Corporations - State in which incorporated: For Others - State of domicile: 

If the address listed in the Vendor NameIMailing Address block above is not located in the State of Missouri, list the address of 

Missouri offices or places of business: 


If additional space is required, please attach an additional sheet and identify it as Addresses of Missouri Offices or Places of Business. 

MMIBE INFORMATION: List all certified Minority or Women Business Enterprises (MMIBE) utilized in the fulfillment of this bid. 

Include percentaaes for subcontractors and identify the MlWBE certifying agency: 


W B E  Name Percentase of Contract W B E  Certifvina Aaencv 


I 
If additional space is required, please attach an additional sheet and identify it as lWWBE Information 

Preference Certification 
All bidders must furnish applicable information requested below 

GOODSIPRODUCTS MANUFACTURED OR PRODUCED IN USA: If any or all of the goods or products offered in the attached bid 
which the bidder proposes to supply to the MHTC are manufactured or produced in the "United States", or imported in accordance 
with a qualifying treaty, law, agreement, or regulation, list below, by item or item number, the country other than the United States 

- where each good or product is manufactured or produced. 
Item (or item number) Location Where Item is Manufactured or Produced 

If additional space is required, please attach an additional sheet and identify it as Location Products are Manufactured or Produced. 
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MISSOURI SERVICE-DISABLED VETERAN BUSINESS: Please complete the following if applicable. Additional information may be 

requested if preference is applicable. See below definitions for qualification criteria: 

Service-Disabled Veteran is defined as any individual who is disabled as certified by the appropriate federal agency responsible for 

the administration of veterans' affairs. 

Service-Disabled Veteran Business is defined as a business concern: 


a. 	 Not less than fifty-one (51) percent of which is owned by one or more service-disabled veterans or, in the case of any publicly 
owned business, not less than fifty-one (51) percent of the stock of which is owned by one or more service-disabled veterans; 
and 

b. The management and daily business operations of which are controlled by one or more service-disabled veterans. 

Veteran Information Business Information 


Service-Disabled Veteran's Name (Please Print) 	 Service-Disabled Veteran Business Name 

Service-Disabled Veteran's Signature 	 Missouri Address of Service Disabled Veteran Business 
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NOTICE OF COOPERATIVE PURCHASING 


MODOT IS INTERESTED IN ASSISTING MISSOURI GOVERNMENTAL ENTITLES, ETC. IN 
PURCHASING EQUIPMENT, VARIOUS MATERIALS, AND SUPPLIES THAT MEET THE MISSOURI 
DEPARTMENT OF TRANSPORTATION SPECIFICATIONS. 

Each bidder is asked to indicate below whether they would be willing to offer light duty vehicles listed in the 
attached "Request for Bid" for sale to these local political entities at the same bid price offered to MoDOT. 

It is understood MoDOT will not issue purchase orders, accept delivery nor make payment for these items 
ordered by any of these agencies. It is further understood the price is based on the light duty vehicle meeting 
MoDOT specifications. Any added options, deletions, or extra freight costs would be negotiated between the 
local agency and the successful vendor. 

Indicate below whether your company is willing to offer such cooperative purchasing for Missouri counties, 
cities or other political entities. 

YES NO 

If the price varies throughout the state on MoDOT bids because of different delivery destinations, please 
indicate the price F.O.B. your location that would be offered as described. 

F.O.B. Location 


Indicate the deadline date that orders will be accepted. 


COMPANY NAME 

ADDRESS 

E-MAIL 

PHONE N L W E R  

SIGNATURE 

TITLE 

DATE 
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ANTI-COLLUSION STATEMENT 


STATE OF 	 ) 

) ss. 


COUNTY OF 	 1 

being first 

duly sworn, deposes and says that he is 
Title of P a o n  Signing 

Name of Bidder 

that all statements made and facts set out in the bid for the above project are true and correct; and that the bidder (The 
person, firm, association, or corporation making said bid) has not, either directly or indirectly, entered into any agreement, 
participated in any collusion, or otherwise taken any action in restraint of fi-ee competitive bidding in connection with 
such bid or any contract which may result fi-om its acceptance. 

-ant further certifies that bidder is not financially interested in, or financially affiliated with, any other bidder for the 
above project. 

Sworn to before me this day of 	 20--7 

Notary Public 

My Commission Expires 
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